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Preface

Welcome to the high-speed PC printing field presented by RISO printers through RISO Printer Driv-
ers.

The RISO printers, which are designed to operate as a high-speed GDI printer, enable you to print
various documents you create on different computer platforms very speedily, only if an appropriate
RISO printer driver is installed in your computer.

The GDI printer, as you know, uses the bit-mapped image data developed on your PC monitor
screen as print data source, enabling you to print the exactly same image as of what you see on your
PC monitor screen in most cases. Besides, it requires no printer font to print document, thus relieving
you of the restrictions on the use of fonts when you create documents on your PC.

The RISO printers can also operate as a network printer under various LAN environments, with an
additional network interface card embedded inside.

About the Guide Signs

The following advice signs are given to the descriptions which will help a user to avoid unexpected
troubles and obtain the optimum performance of this product.

¢ IMPORTANT!
Gives you helpful advice for trouble-free operation.

. Gives you tips for more effective use of this product.
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Procedure before printing

Before you use the printer at the first time, carry out the installation procedure below.
After installation, follow the basic operation procedure. Then, you can print out the documentation

data.
) Installation (When the printer RRR
1 """""" is used a t the first time)
= =  m
Installing the Printer Driver 1. Preparing for the printer
Install the RISO Printer Driver into Prepare for the printer and put the
your computer. =Page 8 print paper suitable for the original
data to be printed out onto the stan-
+ Depending on the connecting method, dard (multipurpose) tray.
your computer needs to be connected
to the printer in advance. « For the preparation method for the
printer, read the user’s guide of the
RISO printer.
OS Support

This Printer Driver supports following OS:
Windows® XP (32-bit)/Windows Vista®(32-bit/64-bit)/
Windows® 7 (32-bit/64-bit)

Procedure before printing 3



USB Flash Drive
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2. Setting

Open the data you want to print
out with your computer, select
your Printer Driver (or the USB
flash-via-Printer Driver) and make
settings for printing.

To print from a USB Flash Drive,
connect the USB Flash Drive to
your computer.

4 Procedure before printing

3. Printing

Open the [Print] dialog box on your
PC and click [OK]. The data is
transmitted to the printer or stored
in the USB Flash Drive.

4. Completion of printing

The printer receives the data and
makes master and prints out the
data.

To print from a USB Flash Drive,
connect the USB Flash Drive to
the printer.



Connecting Methods and Printer Driver types

The types of Printer Drivers are as follows:

Printer Driver

USB flash-via-Printer Driver

Choose the Printer Driver to install according to your environment.

B The environment for being connected via cable

In the following environment, the Printer Driver should be used.

® When connected via USB cable ==Page 9
USB cable =

Network cable

S T

H The environment for not being connected via cable ==Page 31
Save the data to the USB Flash Drive by using the USB flash-via-Printer
Driver. Connect the USB Flash Drive to the printer to print out the data.

|;§

n

USB Flash g
Drive

\[e17=» Even in the environment where the printer and your computer are
connected via cable, the data can be printed by using USB Flash
Drive.

Connecting Methods and Printer Driver types
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Installing the
Printer Driver

The method of installing the Printer Driver using the installer is
described here.

B USB Connection .........cccoeeeveeveeeeeeeeeeeeeeeeeen 9
Installing the Printer Driver..........cccc......... 9
Creatinga USB port..........occcvvviveeieennnnns 19
USB Device Association..........cccccceeee... 20

B Network Connection..........ccccccevviiiiiininnnn. 21
Connecting with PC...........cccoiiiiiiiiis 21
Installing the Printer Driver...................... 22

B USB Flash Drive Output...........cceevveeeennn. 31
About USB Flash Drive .......cccccceeeenneee 31
Installing the USB flash-via-Printer Driver-......31
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USB Connection

.
B USB Connection

Installing the Printer Driver

This section describes how to install the Printer Driver for windows support-
ing the Plug&Play installation when your computer and the RISO printer are
connected via USB cable.

(Regarding the procedure for manual installation, see page 89.)

IMPORTANT!

* You are required to have the administrator’s privilege to install the printer
driver program in your computer.

¢ RISO Printer Driver system requirements:

For Windows XP ........... 192 MB of RAM or more
For Windows Vista........ 512 MB of RAM or more
For Windows 7 ............. 1 GB of RAM or more

* This Printer Driver does not support server OS or printer sharing.
* Use a commercially available USB cable (Hi-speed USB, 3m or less).

For Windows Vista/Windows 7

To update the Printer Driver, change cable connections or reinstall a Printer
Driver of the same series, deletion of the driver package is required. Unin-
stall the installed Printer Driver manually before new installation. “Manual
uninstallation” (Page 89)

m Make sure that the printer is turned off and that the computer
and printer are not connected by a USB cable.
IMPORTANT!

At some point during the installation procedure (step 6/7) you will need to con-
nect the USB cable and turn the printer on.

For Windows Vista(64-bit)/Windows 7(64-bit), create a USB port (Page 19)
in advance.

n Insert the [RISO Printer Driver] CD-ROM into your computer’s
CD-ROM drive.

The installer is started. If the installer does not start up, double-click on the
[Setup(.exe)] file in the folder below.

For Windows XP/Windows Vista(32-bit)/Windows 7(32-bit):
(CD-ROM):[Windows 32-bit] folder

For Windows Vista(64-bit)/Windows 7(64-bit):

(CD-ROM):[Windows 64-bit] folder

0115 Ifthe [User Account Control] dialog appears, click [Allow] (for Windows Vista)
or [Yes] (for Windows 7).

Installing the Printer Driver



USB Connection

E Select your language from the drop-down list, then click
[OK].

ﬁ RISO Printer Driver Setup

Select your language.

Q'Ei (Engiish] /_])
nglis nglis v

ak. I Cahicel I

E] | click [Next].

Before installation, confirm the following points.

If you have other software applications running, shut them dowr.

Confirm that you have the Administrator rights,

Cancel

If using Windows Vista(64-bit) or Windows 7(64-bit), go to Step [l (Page
16).

EI Select [Connect with USB cable].

[[o not connect the computer ta the printer until further instruction. |

" Use a USE flash drive to print

" Connect using another connection method

It you are uging a USE cable to connect the printer, select "Connect
with USE cable". The port settings are automatically configured.

It you are uging a USE flash drive, select "Use a USE flash drive to
print'",

If you are nat using a USE cable or a USB flash diive, select "Connect
uzing another connection method",

Back I Mext I Cancel

10 Installing the Printer Driver



USB Connection

Click [Next].

[Da not connect the computer ko the prinker until further instruction. |

" Use aUSE flash drive to print

" Connect using another connection method

If you are uging & IUSE cable to connect the printer, zelect "'Connect
with USE cable". The part settings are autormatically configured

If you are using a USE flash dive, select "Use a USE flash diive to
print""

If you are not using & USE cable or a USE flash drive, select "'Connect
uzing another connection method'

Back (I Mext I) Cancel

The [USB Port Settings] dialog box appears.

#.. USB Port Settings

Turn on the printer and connect its SE cable ta the
computer.

The computer will automatically detect the printer and
configure itz part settings

Click [Cancel autamatic detection] if pou are using a
different method (not USE cable] to connect.

Turn on the RISO printer.

Connect the computer to the RISO printer with an USB cable
(Hi-Speed USB, 3 m or less).

@To the printer’'s USB port

To the PC’s
USB port

Installing the Printer Driver 11



USB Connection

E Select the printer name you just connected.

Select the printer driver corresponding to your printer friom the list
below,

RISO MD GW Series

RISO MZ 8 Series

RISO MZ 8U Series
RISC MYy 97 Series
RISO MY 77 Series
RISO RE 5 M Series

Back I Text I Cancel

Select the printer driver corresponding to your printer from the list
below.

RISC MD &W¥Y Series
RISO MD 6 Series
RISO MD 5 Series
RI s 5
RISO MZ 10U Series
RISO MZ 8 Series
RISO MZ BU Series
RISO My 97 Series
RISO My 77 Series
RISC RE 5 M Series

Back ( I et I) Cancel |

\[011=» When selected Printer Driver has already been installed, [Installation Method]
dialog appears. Click [Next].

The selected printer driver has already been installed.

1 Install the new driver over the existing driver [Recommended)

" Use the existing printer driver

To use the new printer driver, first uninstall the existing driver and then
ingtall the new driver

To use the existing printer driver, simply add the: printer without installing
thiz printer driver,

Cancel

Back (

12 Installing the Printer Driver



USB Connection

Click [Next].
You can also change the name of the printer.

# Printer name entry

Enter the printer name,

(up to 31 characters)

Printer name:

IRISO MZ 10 Series

Back ( I Next) Cancel

Click [Install].
When you place a checkmark in the [Install also the User’'s Guide (PDF)]
checkbox, the User’s Guide (PDF) will also be installed.

Ready to install the printer driver,

Printer name:  RISO MZ 10 Series

Part: USBO0M

Madel: RISO MZ 10 Series

WV Install also the User's Guide (PDF)

To continue installation, click the [Instal] button,

Back (I Instal ) Cancel |

\[e31=» When the [Windows Logo Approval Test] (for Windows XP) or [Driver Source
Not Found] (for Windows Vista/Windows 7) dialog appears, continue with
installation.

[Do you want to print a test page?] appears, then click [Yes].

Set Ad/Letter paper in the printer beforehand.
\[e311=» Load paper with the short edge first.

RISO Printer Driver Setup

5\ ? ) Do wou wank bo print a test page?

Installing the Printer Driver
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USB Connection

m Check the test print was properly printed and click [OK].

RISO Printer Driver Setup

L] ) Complete tesk page printing?
-

If the test page was not printed correctly, confirm the Following,
The computer and printer are propetly connected,

The printer is turned on.

The printer does not display any error message.

See the User's Guide, or consult with waour network administrator or prinker administrator For details,

14 Click [Display the ReadMe file].
The ReadMe file is opened. Be sure to read all the instructions and notes on it.

Installation of the RISO Printer Driver is complete.

“You must restart your computer to uge the diver.

Read the "ReadMe" file before using the RISO Printer
Diriver
It containg important information about driver use

Display the Readhie file >

¥ Restart immediately

[H | click[Finish].

Be sure to restart the computer before using the Printer Driver. If you have
checked [Restart immediately], the computer will be shut down and restarted
when you click [Finish].

Installation of the RISO Printer Driver is complete.

“You must restart your computer to uge the diver.

Read the "ReadMe" file before using the RISO Printer
Diriver
It containg important information about driver use

Display the Readhie file

¥ Restart immediately

\[0JI=» When [Found New Hardware Wizard] is displayed, click [Cancell].

14 Installing the Printer Driver



USB Connection

Then remove the [RISO Printer Driver] CD-ROM from the
CD-ROM drive of your computer.

IMPORTANT!
Keep the removed CD-ROM at hand.

Printer driver installation is now completed.
If using Windows Vista(64-bit)/Windows 7(64-bit), associate USB Devices
(Page 20) continuously.

Installing the Printer Driver 15



USB Connection

Select [Connect using another connection method].

#. Connection Method Selection

Select the method to connect the printer ta paur computer

" Connect with USE cable

(Do not connect the computer o the printer until further instiuction. )

" Use alJSE flash drive to print

& Connect using another connection method

If you are using a USE cable to connect the printer, select "Cannect
with USE cable”. The port eettings are automatically configured.

If you are using a USE flash dive, zelect "Use a USE flash diive to
print""

If you are not using & LISB cable or & LISB flash drive, select "Connect
using another connection method"

Back Cancel

18, Click [Next].

onnection Method Selection

Select the method to connect the prinker to your computer,

£ Connect with USE cable

[Da not connect the computer to the printer until further instuction. )

" Use alISB flash drive to print

& Connect using another connection method

If you are uging a USE cable to connect the printer, select "Caonnect
with USE cable”. The port eettings are automatically configured.

I you are using a USE flash diive, select "Use a USE flash diive to
print""

If wou are nat using & USB cable or a USB flash drive, select "Connect
using another connection method"

Back (

N

Cancel

[E Click [Custom installation].

Showing the detected printers on your network,
Select printer to install.

Search result list: Search
IP address Ethernet address | Model

1P address: . . .

ailed settings of the printer ports.

Back et Cancel
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USB Connection
|

Select a USB port.
Select [Existing port], and then [USB***].

ﬁ_ RIS Printer Driver Setup

Select a port.
o Existing port

" Create a new port

=
Microsoft Document Imaging YWriter Monitar =
Standard TCRYIP Port

™| Creste |

e ]

Cancel

Click [OK].

#l RISO Printer Driver Setup

X
Select a port,

* Existing port

" Create a new port

ol
Microsoft Document Imaging YWriter Monitor

Standard TCR{IP Port ™| Create |

Cancel
N

Select the printer driver corresponding to yvour printer friom the list
below,

RISO MD GW Series
RISO LD i

0 MD 5 enes

] Series

Lz 10U Series
RISO MZ B Sefe
RISQ MZ BU Series
RISO MV OF Series
RISO MY 77 Series

RISO RE 5 M Series

Back I Next I

Cancel
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USB Connection

23 Click [Next].

Select the printer driver corresponding to your printer friom the list
below,

RISO MD GW Series
RISO MD & Series

RISO MD S Series
RISO MZ 10 Series
RISO MZ 10U Series
RISO MZ 8 Series

RISO MZ 8U Series
RISC MYy 97 Series
RISO MY 77 Series
RISO RE 5 M Series

Back (INext I) Cancel |

\[®X1=» When selected Printer Driver has already been installed, [Installation Method]
dialog appears. Click [Next].

The selected printer driver has already been installed.

% Install the new driver over the existing driver [Fecommended]

" Use the existing printer driver

To use the new printer driver, first uninstall the existing driver and then
install the new driver

To uze the existing printer driver, simply add the printer withaut installing

this printer driver,
= (

PN

Cancel

24 Click [Next].

You can also change the name of the printer.

Enter the printer name.

(up to 31 characters)

Printer name:

IRISO MZ 10 Series

Back ( [

Return to Step [l (Page 13).
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USB Connection

Creating a USB port

To install the printer driver in Windows Vista(64-bit) or Windows 7(64-bit)
with the USB cable, it is necessary to create a USB Port and associate USB
Devices.

IMPORTANT!
Create a USB port before installing the printer driver.

Turn the power of the printer on, and connect the USB cable
to the printer.

Start your computer.

Connect the USB cable to your computer.

A USB port is automatically created. Check the USB port in Step El and
after.

IMPORTANT!

Make sure that the message “Device driver software was not successfully in-
stalled” appears. This message appears in the dialog box for Windows Vista
and in the task tray of Windows 7.

\[®21=» When “Found New Hardware Wizard” appears in Windows Vista, select “I'll
recheck later.”

Open [Print Server Property].

For Windows Vista:

(DClick on the [Start] icon-[Control Panel]-[Hardware and Sound] and [Print-
ers] to open the [Printers] folder.

(2)Right-click on a blank area in the folder to display the menu and select
[Run as administrator] - [Server properties] from the menu.

For Windows 7:

(DClick on the [Start] icon-[Control Panel]-[Hardware and Sound] and [De-
vices and Printers] to open the [Devices and Printers] folder.

(2)Click on the existent printer and click on [Print server properties] at the top
of the window.

Click on the [Ports] tab and make sure that the [USB***] port
is located in the [Ports on this server].

Record this port name because the name should be selected to install the
printer driver.

Disconnect the USB cable from your computer.

Installing the Printer Driver
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USB Connection

USB Device Association

Installing the Printer Driver

IMPORTANT!
Associate the USB device after installing the printer driver.

Connect the printer and your computer with a USB cable.

The USB device is automatically associated with your computer. Check the
result of the USB device association in Step A and after.

Activate [Device Manager].

Enter “Device Manager” in [Start]-[Search programs and files] box, then click
[Device Manager] from the menu that appears.

Click on [View] in the menu and place a checkmark in the
[Show hidden devices] checkbox.

Click on the [Printers] in the list and check that the newly
installed printer is registered.

Open [Devices and Printers] and check that the newly in-
stalled printer is registered.



Network Connection Network Connection

.
B Network Connection

Connecting with PC

Optional network interface card, “RISO Network Card” is required when
connecting the computer to the RISO printer through network to use as
a network printer.

In advance, connect the RISO printer to the network and configure printer
network settings (ex. IP address). For details, see RISO Network Card Us-
er’s Guide (contained in RISO Network Card SOFTWARE CD-ROM).

Use a commercially available Ethernet cable (10BASE-T or 100BASE-TX)
appropriate for your network environment.

IMPORTANT!
Use an Ethernet cable specified with category 5 or more.

B When your RISO printer is connected with one PC

Network cable

Ethernet port for your RISO printer

B When your RISO printer is connected on network

Network cable

Ethernet port for your RISO printer

Installing the Printer Driver
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Network Connection

Installing the Printer Driver

This section describes how to install the RISO Printer Driver when the com-
puter is connected to the RISO printer through network.
(Regarding the procedure for manual installation, see page 89.)

IMPORTANT!

* You are required to have the administrator’s privilege to install the Printer
Driver program in your computer.

* RISO Printer Driver system requirements:

For Windows XP ........... 192 MB of RAM or more
For Windows Vista........ 512 MB of RAM or more
For Windows 7 .............. 1 GB of RAM or more

* This Printer Driver does not support server OS or printer sharing.

n Insert the [RISO Printer Driver] CD-ROM into your computer’s
CD-ROM drive.

The installer is started. If the installer does not start up, double-click on the
[Setup(.exe)] file in the folder below.

For Windows XP/Windows Vista(32-bit)/Windows 7(32-bit):
(CD-ROM):[Windows 32-bit] folder

For Windows Vista(64-bit)/Windows 7(64-bit):

(CD-ROM):[Windows 64-bit] folder

[\ [0J =) If the [User Account Control] dialog appears, click [Allow] (for Windows Vista)
or [Yes] (for Windows 7).

E Select your language from the drop-down list, then click [OK].

ifl RISO Printer Driver Setup
Select your language.

nglis nglis =

QK. | Cancel |

3 Click [Next].

#l Before installation &

Before installation, confirm the following points,

If you have other software applications running, shut them dowr.

Confirm that you have the Administrator rights,

m Cancel

Installing the Printer Driver



Network Connection

If you are using a USB flash drive, select "Use a USB flash drive to
J print"
™ ™ IF you are not using & USE cable or a USB flash drive, select ''Connect

Select [Connect using another connection method].

nection Method Selection

Select the method to connect the printer to pour computer,

" Cornect with USE cable
[Do not connect the computer ta the printer until further instruction. ]

" Use a lISE flash dive to print

Connect using another connection method

If you are uging a USE cable to connect the printer, select 'Cannect
with USB cable”. The port gettings are automatically configured.

uzing another connection method'.

Back Cancel

P

Click [Next].

Select the methad to connect the printer o pour computer,

" Connect with USE cable
[Do nat connect the computer ta the printer until further instruction.]

" Use alISE flash drive to print

¢ Connect using another connection method

If you are using a USE cable to connect the printer, select "Connect
with USB cable”. The port settings are automatically configured.

I pou are using a USE flash drive, select "Use a USE flash drive to
print'".

P If you are not using a USE cable or a USB flash drive, select "Connect
uging another connection method"

sock (I

Cancel

Showing the detected printers on your network,
Select printer to install,

Search result list: Search

address | Ethernet address \ Model
192.168.1.5 WIS CEd RISO MZ 10 Series

/N

1P address: . . .
Custom installation

You can make the detaled settings of the printer ports.

Barck ( I et I ) Cancel |

NOTE &

You can also enter the IP address manually.

* When you set a transmission system or port optionally, click [Custom

installation] and select an existing port or create a new port.

The following procedure shows how to create a Standard TCP/IP Port.

Installing the Printer Driver
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Network Connection

1) Select [Create a new port], and then [Standard TCP/IP Port].

@ RISO Printer Driver Setup

Select a port.

" Existing port

v

Create

& Create a new port

Cancel

2) Click [Create].
The [Add Standard TCP/IP Printer Port Wizard] dialog box ap-
pears.

# RISO Printer Driver Setup

Select a port,

" Existing port

@+ Create a new port
RISO Controler Port

™
~
FIS0-PRINT Port F
Standard TCPJIP Port @

Cancel

3) Click [Next].

Add Standard TCP/IP Printer Port Wizard E|

Welcome to the Add Standard
TCP/IP Printer Port Wizard

Y'ou uge thiz wizard to add a port for a netwark. printer.
Before continuing be sure that:

1. The device is turned on.
2. The network is connected and configured.

To continue, click Mest.

< Back (l Mest > J) Cancel
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Network Connection

4) Enter the IP address of your printer.
Port name will be entered automatically.

Add Standard TCP/IP Printer Port Wizard

Add Port
For which device da you want ta add a port?

Enter the Printer Mame or |P addiess, and a port name for the desired device.

Prirter Mame or |P Address: |192-1 E215 ) |

Port Hame: |IP_‘I 9216815 |

[ <Back || MHewt» J[ Cancel

5) Click [Next].

Add Standard TCP/IP Printer Port Wizard

Add Port
For which device da you want ta add a port?

Enter the Frinter Mame or IP addiess. and a port name for the desired device.

Frirter Mame or IP Address: |1 92168.1.5 |

Port Narne: |IP_1 9216815 |

[ < Back (lL Hext » JJ Cancel

6) Select the [Custom] and click [Settings].

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified

The device iz not found on the network. Be sure that:

1. The device iz turned on

2. The network is connected

3. The device is properly configured

4. The address on the previous page iz comect.

If you think the address is not carrect, click Back ta retum ta the previous page. Then correct
the address and perform another search on the network. [f you are sure the address is comect,
select the device type below.

Device Type

O Standard | Generic Network Card

D)

[ < Back ]L Mext > ][ Cancel
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Network Connection

26 Installing the Printer Driver

7) Select [LPR] for [Protocol], input “Ip” as the [Queue Name] under
[LPR settings], and place a checkmark in the [LPR Byte Counting

Enabled] checkbox.

Configure Standard TCP/IP Port Monitor

Faw Settings

Fort Settings
Port Hame: | IP_192.168.1.5 \
Printer Name or IP gddress: | 192.168.1.5 ‘
Frotacal

Part Humber: | 4100

LFR Byte Counting Enabled

[ SMMP Status Enabled

Community Mame: | public

SHMP Device Index |1

Cancel

This installation procedure assumes that the RISO printer is
connected to the network using the dedicated network interface card,
RISO Network Card (option). When connecting to a commercial print
server etc. on the network, refer to the instruction manual provided
by the manufacturer. After the LPR function is added, your computer
requires restarting. Therefore, be sure to store the necessary data
in your computer before carrying out the operation. Follow the
instruction manual of Windows XP/Windows Vista/Windows 7 or

Help for details.
IMPORTANT!

The images may not be printed properly if [LPR Byte Counting Enabled]

is not selected.

8) Click [OK].

Configure Standard TCP/IP Port Monitor

Fort Settings

Port Mame: | IP_192.168.1.5

Printer Name or IP Address: | 192.168.1.5

Pratocol

ORaw

Faw Settings

@ LFR

Port Hurnber: | 9100

LPF Settings

Lueue Mame: | In

LPFR Byte Counting Enabled

[[] SNMP Status Enabled

LCommunity M ame: | public

SHIMP Device Index |1

m




Network Connection

9) Click [Next].

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified

The device iz not found on the network. Be sure that:

1. The device is tumed on.

2 The netwaik is connected

3. The device is properly configured

4. The address on the previous page iz comect.

If you think the address is not correct, click Back to retum to the previous page. Then comect
the address and perform another search on the netwark. |f vou are sure the address is conect,
zelect the device wpe below.

Device Type
() Standard

(&) Custom Settings

< Back (][ Next » J) Cancel

10) Click [Finish].

Add Standard TCP/IP Printer Port Wizard X

Completing the Add Standard
TCP/IP Printer Port Wizard

You have selected a port with the following characteristics.

SMNMP: No
Pratocal: LPR. Ip
Device: 19216815

Port Name: IP_192.168.1.5
Adapter Type:

To complete thiz wizard, click Finish,

< Back (H. Finizh ]] Cancel

Select the printer name to use.

Select the printer driver corresponding to your printer from the list
below,

RISO MD 6W Series
RISO LD i

MOLG
) MD 5 Series
12 1

s

LIz 10U Seri
RISO MZ B SEfE
RISO MZ Bl Series
RISQ MV OF Series
RISO MV 77 Series
RISO RE 5 M Series

Barck Mext Cancel
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E] | click [Next].

Select the printer driver corresponding to your printer from the list
below,

RISC MD &Y Series
RISO MD & Series
RISO MD S Series
RIS MZ 10 Series
RISO MZ 10U Series
RISO MZ 8 Series
RISO MZ 8U Series
RISO MY 97 Series
RISO My 77 Series
RISO RE 5 M Series

Back (I Text I) Cancel |

\[J1=» When selected Printer Driver has already been installed, [Installation Method]
dialog appears. Click [Next].

The selected printer driver has already been installed

" Install the new driver over the existing driver [Recommended)

" Use the existing printer driver

T use the new printer driver, first uninstall the existing driver and then
ingtall the new driver.

To uze the existing printer driver, simply add the printer without installing
thiz prinker driver,

Back (I Mext I) Cancel

9] Click [Next].

You can also change the name of the printer.

Enter the printer name.

(up to 31 characters)

Printer name:

RISO MZ 10 Series
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Click [Install].

When you place a checkmark in the [Install also the User’'s Guide (PDF)]
checkbox, the User’s Guide (PDF) will also be installed.

@ Ready to install Fxl

Ready to install the printer driver,

Printer name:  RISO MZ 10 Series

Port; RISO_192,168.1.5

Model: RISO MZ 10 Series

¥ Install alsa the User's Guide (POF)

To continue installation, click the [Install] button,

Back

Cancel

[\[e30=» When the [Windows Logo Approval Test] (for Windows XP) or [Driver Source
Not Found] (for Windows Vista/Windows 7) dialog appears, continue with
installation.

[Do you want to print a test page?] appears, then click [Yes].
Set Ad/Letter paper in the printer beforehand.

\[0X0=» Load paper with the short edge first.

RISO Printer Driver Setup

\ ? ) Do wou wank to prink a tesk pagey

Check the test print was properly printed and click [OK].

RISO Printer Driver, Setup [2|
9 ) Complete test page printing?
-

If the test page was not printed correctly, confirm the Following.
The computer and printer are properly connected.,

The printer is turned on,

The printer does not display any error message.

‘When there is no problem on the above, finish setup and confirm the Following later,
The port settings are correctly configured,

See the User's Guide, or consult with ywour network administrator or prinker administrator
far details.
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13 Click [Display the ReadMe file].
The ReadMe file is opened. Be sure to read all the instructions and notes on
it.

Installation af the RISO Printer Driver is complete

You must restart your computer o use the driver.

Read the "ReadMe’ file before uzing the RISO Printer
Diriveer,
It containg important information about driver uge.

Display the ReadMe fie )

¥ Restart immediately

Il | click [Finish].

Be sure to restart the computer before using the Printer Driver. If you have
checked [Restart immediately], the computer will be shut down and restarted
when you click [Finish].

¥, Installation complete

Installation af the RISO Printer Driver is complete

You must restart your computer o use the driver.

Read the "ReadMe’ file before uzing the RISO Printer
Diriveer,
It containg important information about driver uge.

Dizplay the Readie file

¥ Restart immediately

[E Then remove the [RISO Printer Driver] CD-ROM from the
CD-ROM drive of your computer.

IMPORTANT!
Keep the CD-ROM at hand.
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About USB Flash Drive

@ Use USB Flash Drive compatible with Mass Storage Class. Depending on
the type of USB Flash Drive, the Printer Driver may not work properly.

@ \When connecting or removing USB Flash Drive, insert it or pull it out slow-
ly by using the correct method.

® When USB Flash Drive data is damaged by natural disaster or contin-
gency, the data saved in the USB Flash Drive cannot be guaranteed. It is
recommended to back up important data with your computer with which
the data has been created.

Installing the USB flash-via-Printer Driver

This section describes how to install the USB flash-via-Printer Driver when
using a USB Flash Drive to print.
(Regarding the procedure for manual installation, see page 89.)

IMPORTANT!

* You are required to have the administrator’s privilege to install the Printer
Driver program in your computer.

¢ RISO Printer Driver system requirements:

For Windows XP ........... 192 MB of RAM or more
For Windows Vista........ 512 MB of RAM or more
For Windows 7 .............. 1 GB of RAM or more

¢ This Printer Driver does not support server OS or printer sharing.

n Insert the [RISO Printer Driver] CD-ROM into your computer’s
CD-ROM drive.

The installer is started. If the installer does not start up, double-click on the
[Setup(.exe)] file in the folder below.

For Windows XP/Windows Vista(32-bit)/Windows 7(32-bit):
(CD-ROM):[Windows 32-bit] folder

For Windows Vista(64-bit)/Windows 7(64-bit):

(CD-ROM):[Windows 64-bit] folder

\[0JW=P If the [User Account Control] dialog appears, click on [Allow] (for Windows
Vista) or [Yes] (for Windows 7).

Installing the Printer Driver
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E Select your language from the drop-down list, then click [OK].

ifl RISO Printer Driver Setup

Select your language.

—
@ (English} /a>

ak. I Cahicel I

E] | click [Next].

Before installation, confirm the following points.

If you have other software applications running, shut them dowr.

Confirm that you have the Administrator rights,

Cancel

EI Select [Use a USB flash drive to print].

onnection Method Selection

Select the method to connect the printer ta your computer.

" Connect with USE catle

Do niot connect the computer to the prinker until further instruction. )

" Connect using another connection method

If wou are uging a USE cable to connect the printer, select “Connect
with USE cable”. The port setiings are automatically configured,

IF wou are uging a USE flash drive. select "Use a USE flash drive ta
print"’,

If you are not using a USB cable or a USB flash dive, select "'Connect
uzing another connection method"!

Back I Next I Cancel
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EJ | click [Next.

Select the methad to connect the printer to your computer.

" Connect with USE cable

(Do not connect the computer to the printer until further instuction, ]

e a USE flash diive to pri i

" Connect using anather connection method

If you are uging a USE cable to connect the printer, select "'Connect
with USE cable”. The port ettings are automatically configured.

If you are using a USE flash diive, select "Use a USE flash dive to
print"",

If wou are not using a USE cable or a USE flazh drive, select “"Connect
using another connection method',

Back (I Hext I) Cancel

E Select the printer name that has the part “USB flash” at the
end.

Select the printer driver corresponding to yvour printer friom the list
below,

RISO MD

6 Series(USE flash)
Sai E-fiastTy
5 Series(USE flash
10 )

=
RISO MZ 28U Series{USE flash)
RISO RE 5 M Series(USE flash)

Back I Next I Cancel

Click [Next].

Select the printer driver corresponding to your printer friom the list
below,

RISO MD 6W Series(USE flash)
RISO MD 6 Series(USB flash)
S L

12 { ]
RISO MZ 10U Series(lUSE flash)
RISO MZ 8 Series{USE flash)
RISO MZ SU Series{lUSE flash)
RISO RE 5 M Series(lUSE flash)

Back ( I Nextﬁl Cancel
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34

Installing the Printer Driver

[\[e10=» When the selected Printer Driver is already installed, “Installation Method”
dialog box appears, click [Next].

The selected printer driver has already been installed.

" Use the existing printer driver

1 Install the new driver over the existing driver [Recommended)

ingtall the new driver

thiz printer driver,

To use the new printer driver, first uninstall the existing driver and then

To use the existing printer driver, simply add the: printer without installing

P

Cancel

Click [Next].

You can also change the printer name.

\[0I» when changing the printer’s name, we recommend to leave (USB flash) in

the name.

Enter the printer name.

{up to 31 characters)

Printer name:

IRISD MZ 10 Series(USB flash)

Click [Install].

When you place a checkmark in the [Install also the User’s Guide (PDF)]

checkbox, the User’s Guide (PDF) will also be installed.

Ready to install the printer driver.

Ptinter name:  RISO MZ 10 Series(USE flash)

Port: "Output to USE flash drive" dedicated port

Maodel: RISO MZ 10 Series(lUSE flash)

v Install also the User's Guide (PDF)

To continue installation, click the [Install] button.

Cancel

Back (




USB Flash Drive Output

\[03=» When the [Windows Logo Approval Test] (for Windows XP) or [Driver Source
Not Found] (for Windows Vista/Windows 7) dialog appears, continue with
installation.

The following message appears, click [OK].

RISO Printer Driver Setup

To confirm that the printer driver is installed properly, print a test page after the installation.

For the instructions to print & test page, refer to the User's Guide,

\[eJI=» Please refer to “Create a Folder” and “Printing a test page” for output of test
page on USB Flash Drive.

Click [Display the ReadMe file].
The ReadMe file is opened. Be sure to read all the instructions and notes on it.

Installation of the RISO Printer Driver is complete.

“f'ou must restart your computer to uze the driver.

Read the "Readie’ file before using the RISO Printer
Driver
It containg impartant information about driver uge.

Dizplay the Reade file |
/

v Restart immediately

Click [Finish].
Be sure to restart the computer before using the Printer Driver. If you have

checked [Restart immediately], the computer will be shut down and restarted
when you click [Finish].

(X

Installation of the RISO Printer Driver is complete.

‘Y'ou must restart your computer to use the driver,

Read the "Readie" file before using the RISO Printer
Driver.
It contains important information about diiver use.

Display the ReadMe file |

¥ Restat immediately
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[E Then remove the [RISO Printer Driver] CD-ROM from the
CD-ROM drive of your computer.

IMPORTANT!
Keep the removed CD-ROM at hand.

Printer driver installation is now completed.
Create a dedicated folder in USB Flash Drive continuously. (Page 37)
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Create a Folder

The procedure of creating a dedicated folder in USB Flash Drive is described
here.

IMPORTANT!

When printing by using USB Flash Drive, be sure to create a dedicated folder
in USB Flash Drive. Printing is disabled from the USB Flash Drive for which a
dedicated folder has not been created.

[\[e30=» Instead of the following procedure, you can create a dedicated folder by
connecting USB Flash Drive to the printer.

Connect the USB Flash Drive to the computer.

Display the [Print] dialog box.
Open the original data to print on your computer, select [Print] from the [File]
menu.

Select the printer to which the Printer Driver has been in-
stalled.

Be sure to select the USB flash-via-Printer Driver.
Click [Properties].

Check that [USB print] has been selected in [Output], and
click [Details].

When a message appears, click [Yes].
The dedicated folder is created in the USB Flash Drive.

USB flash drive

P} Specified folder does not exist in Fdrive,
\:/ Do you want ko create the Folder nows

Installing the Printer Driver
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Click [OK].

USB print tag rg|
Drive: v | USB MEMORY
Falder: |1_FoLoEr v

[“]Use an original file name

Job name: | |

Chener name: | RISO |

[pisplay a message before deleting data

[ CIK ] [ Cancel ]

Next, print a test page.

IMPORTANT!

When changing the name of the folders in USB Flash Drive or moving the original
data, use the RISO USB PRINT MANAGER.

For details, see the “RISO Utility Software User’s Guide”.

Printing a test page

This section describes the procedures for printing a test page by using the
USB flash-via-Printer Driver.

IMPORTANT!
Use the USB Flash Drive for which a dedicated folder (Page 37) has been cre-
ated in advance.

n Open the print folder.

For Windows XP:

Select [Printers and Faxes] from the [Start] menu and open the [Printers and
Faxes] folder.

For Windows Vista:

Click on the [Start] icon-[Control Panel]-[Hardware and Sound]-[Printers] and
open the [Printers] folder.

For Windows 7:

Click on the [Start] icon-[Control Panel]-[Hardware and Sound]-[Devices and
Printers] and open the [Devices and Printers] folder.

E Open the properties of the printer to which the USB flash-
via-Printer Driver has been installed.

Right-click on the icon of the printer (USB flash), and select [Properties] (for
Windows XP/Windows Vista) or [Printer Properties] (for Windows 7) in the
displayed menu.

38 Installing the Printer Driver



USB Flash Drive Output

N &

Click [Print Test Page].

When a message appears, wait for a few seconds and click [OK].
The data of the test page is saved in USB Flash Drive.

RISO MZ 10 Series(USB flash)

A test page is now being sent to the printer. Depending on the
speed of your printer, it may take a minute or two before the page
iz printed.

The test page briefly demonstrates the printer's ability to print
graphics and text, and it provides technical information about the
printer driver.

If the test page printed, click OK.
If the test page did not print, click Toubleshoot.

( oK | Dlroubleshoot...

Remove the USB Flash Drive from your computer, and con-
nect it to the printer.

On the touch panel of the printer, touch [USB Job List].

Select [Test Page] of [1_usb_folder], and touch [Retrieve].

USB Job List USB Job List (Ccancel_{J[ Retrieve | D
[Test P 1 Owner: RISO
et (o2 [[eos Jloe los [[es ] Format. it Date& Time. 22111110 19:04

1_usb_folder : 9
_usb_ Free Area: 98MB(90%) P.1/1 [ Rotate I[Copy/Move‘l

([ TestPage RISO 22111110 D
-out ut - All Pages
Ll 31 Ascend
Test Page
[ Viewedit ) (1D PrintJob | [ Storage Memory ] Colour:Black
lewedt rint Job | orage Memory | 12 [:

Press the Start key.

Set Ad/Letter paper in the printer beforehand.
A test page is printed.

[\[30=» Load paper with the short edge first.
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[Coloring] Tab ....ceeveeiiiiiiiiiiiieeeeeee 59
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[About] Tab......ccoiiiiiiiiieee e 73
B Creating a RISORINC-format file............. 74
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ey
B Changing the Printer Driver Configuration

For customized use, register optional devices, frequently-used custom paper
size, print color, and color information. If you do not change the Printer Driver
configuration, you will not be able to select the corresponding option when
specifying the print conditions of your print job.

[\[e3105) The screen shots of the Printer Driver shown here are taken from Printer
Driver. (Not USB flash-via-Printer Driver)

n Open the printer folder.

For Windows XP:

Select [Printers and Faxes] from the [Start] menu and open the [Printers and
Faxes] folder.

For Windows Vista:

Click on the [Start] icon-[Control Panel]-[Hardware and Sound]-[Printers] and
open the [Printers] folder.

For Windows 7:

Click on the [Start] icon-[Control Panel]-[Hardware and Sound]-[Devices and
Printers] and open the [Devices and Printers] folder.

E Open the [Environment] tab of the [Properties] dialog box.

Click the right-hand mouse key on the corresponding RISO printer icon in
the printer folder and select [Properties] (for Windows XP/Windows Vista)
or [Printer properties] (for Windows 7) in the displayed menu. Then click on
[Environment] in the [Properties] dialog box.

For the printer Driver

& RISO MZ 10 Series Properties

General | Sharing | Ports | Advanced | Color Management‘ Environment
|P address of the printer: Incomplete 192 168 . 1 . 5 .
| IP address of the printer*
~
Prirter configuration:
Job Separator: ‘Insla\led j Printer configuration*
Storage Memary [Installed =l
Custom paper entry
Custom paper entiy Prirt color entry I Print color entry
| Get printer info.*
S b —
Restors default — Restore default

* [IP address of the printer], [Storage Memory] under [Printer configuration]
and [Get printer info.] do not appear in the USB flash-via-Printer Driver.
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Register the options if needed.

@ Registering the IP address (Only in the case of network connection)
Make settings for acquiring the printer information (ink colors and optional
devices).

IP Address
Enter the IP address of your RISO printer which is connected.

Auto Detection

Check box selected : Detection of the color information of the print
color mounted on the printer is made every
time you open the printer’s properties to re-
flect the in formation on the [Color Label] for
the Printer Driver.
For printing process without opening the
printer’s properties, detection of color infor-
mation is made prior to printing process, and
the data is output with the print color mounted
on the printer by tem porarily reflecting the
printer drive settings.

Check box not selected : Color information is updated only when you
click [Refresh] of the [Image] tab.

@ Registering optional devices
Select [Installed] when the optional devices are connected.

Sorter

Select your sorter.

Job Separator

Select [Installed] if your RISO printer is equipped with the Job Separator.
Storage Memory (USB flash-via-Printer Driver is not available)
Select [Installed] if your RISO printer is equipped with DM-128CF.

® Registering Custom Paper Size as Standard

You can register custom paper sizes as standard in the [Custom paper entry]
dialog box, which can be opened by clicking [Custom paper entry] in the [En-
vironment] tab of the [Properties] dialog box. The custom paper sizes can be
named and displayed in the standard paper size list.

1) Click [Custom paper entry] to display the [Custom paper entry] dia-
log box.
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2) Enter the width, length and name and click [Add].
The length of the name can be up to 30 characters.
You can change the unit of length from “mm” to “inch”.

Custom paper entry rz|
width: [210 = [mm ~] [10-34m]
Length: 297 = T [10 - 440]
Namne: [ a4 210 % 297 rm|
4 229 % 324 mm
5 162 % 229 mm
C5-R 220 x 162 mm
6 114 % 162 mm
CL-R 110 x 220 mm
Executive 190 % 254 mm
Executive-R 254 x 190 mm
Ervelope 9 % 12 inch
Erwelope 10 x 13 inch
Mo, 10 enwelope 4,12 x 2.5 inch
Sk 271 % 390 mm
16K 195 % 271 mm
16K-R 271 x 195 mm
Import ‘ Export ‘

Height (Length)

<

Feed direction

Width Paper #

3) Click [Close] in the [Custom paper entry] dialog box.

IMPORTANT!

Even if you use the paper that are registered in the Custom paper entry, it may
not pass trough the machine depending on such factors as the paper quality,
ambient conditions and storage conditions.

* You can save the information of your customer paper size as a Custom
paper entry information file (.udp extension) by clicking [Export]. If you want
to register the custom paper size from the Custom Paper Entry information
file, click [Import] to select the file.

* When registering the paper using with horizontal direction, enter the size
of long edge in [Width] and enter the size of short edge in [Length].

* Entry of the name and dimensions will help you when you select the paper
size. The length of the name can be up to 30 characters.

* The registrable paper size varies with the printer you use. For details, see
the user’s guide of your printer.

* When deleting a custom paper size, select the corresponding name from
the list and click [Clear].

Working with the Priter Driver
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@ Register the Print Colors

Register the all print colors which your RISO printer can provide.

The print colors registered are displayed in the Print Color drop-down list in
the [Basic] tab (See page 50).

1) Click [Print color entry] to open the [Print color entry] dialog box.
2) Select the colors you have on your RISO printer from the [Color List]
in the [Print color entry] dialog box, and click [Add].

Print color entry X
Color List Print color

lack
ed

reen L

ellow Add -

ray

ight Gray

150-Feckeral Bl

ledium Blue

right Red

1SO-Maring Red

Urple

urgundy Recl v

[\[e30=» Clicking [Get printer info.] when the IP address has been set acquires the
ink color and adds it to the list. (Only in the case of a network connection)

@ Acquiring information from the printer (Only in the case of network
connection)

Clicking [Get printer info.] when the printer IP address has been registered

acquires the printer information (ink colors and optional devices) and reflects

it in the settings.

® Changing the settings back to their defaults
Change the settings under the [Environment] tab back to normal.

Complete the setting.
Click [OK] on the [Environment] tab.
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ey
B Sending and Printing Data

Follow the procedures given below to print out document data directly
on your RISO printer.

If the corresponding RISO Printer Driver has not been installed in
your computer yet, install it first, referring to the section “Installing the
Printer Driver” on page 8.

IMPORTANT!

* The maximum print area is different depending on the model of RISO printer.
If you want to know the maximum print area of your document, consult the
user’s guide of your RISO printer.

* For other limitations, also read the user’s guide of your RISO printer.

n Turn on your RISO printer and load paper.
Load the proper paper to be printed.

2] Specify the print job in the [Print] dialog box.
Turn on your computer and start Windows.

Open the document file to be printed, select [Print] in the [File] menu to open
the [Print] dialog box.

E] Select a Printer Driver.

Select a Printer Driver that supports your printer from the [Printer Name] list.

To print from a USB Flash Drive, select [Printer Name (USB flash)] and con-
nect the USB Flash Drive to your computer.
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Check print conditions.

* Specify the number of copies to be printed within the following range : 1 to
9,999.

* Never fail to deselect the [Collate] box. If it is selected, the master-making
operation will be repeated for every copy.

The displayed items in the [Print] dialog box vary depending on the application
software.

Print \'3|E|
Prinker
Hame: | 2 RISOMZ 10 Series v | Broperties
Status: Prirting; 1 documents waiting (Fing Princer... |
Type: RISO MZ 10 Series
wihere: IP_192.168.1.5 [ print to file
Commank: [] Manual duples
Page range Copies
@ al Humber of copies:
O Current page
Opss || NN GE™
A e T
separated by commas. For example, 1,3,5-12 Remove the check mark for
[Collate].

Print: All pages in range v 985 per s pags

Scale to paper size! __Nn Sealing v
IMPORTANT!

If you want to print a file consisting of several pages, and the file include dif-
ferent paper sizes or page directions, printing may fail when you choose [All]
for the paper range. Specify page numbers to print for those of same page size
or direction.

If you want to set additional print conditions for the current print job ;
Open the [Properties] dialog box by clicking [Properties] in the [Print] dialog
box.

IMPORTANT!
Some printer settings are not available depending on access privileges.

[Basic] Tab (refer to page 50 for detailed settings)

& Printing Preferences
Layout
B Original size: A mm
@ Portrait O Landscape
Output: Print Orlly 4 Details
coornaimage Golor 1 -
oz =]
Abcd!
e
t .
J
Job settings
Opreview and Edit
Entry
Restore default

Settings of paper size and page direction for this tab should be identical with
those in the application software to be used.
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[Layout] Tab (refer to page 55 for detailed settings)

Basic | Layout | Coloring | Image | Advanced [ Option | Abo |

= original size:

©portrait O Landscape

Imposition; OFF v
Pages/sheet:

Layout order:

Binding side: oFF b Detil
[IFit to printable area
[180-degree rotation

arginpls

Print position adjustment Detil

O preview and Edit

[Coloring] Tab (refer to page 59 for detailed settings)

Sasic_| Layout | Caorng | image | Advanced | Option | About |

OMono-caor prnt
Qriginl

Color: lack
Abcd
“ﬂ @Buakcalor print
(88 cobr -
<olor2: &
1 Master-making color: Both of colors e
ol separaton: Detals
Print
Abcd

B4 Erorspecty the color manualy

Cpreview and Edit

Restore default

[Image] Tab (refer to page 64 for detailed settings)

Basic | Layout | Image | Advanced || Option | About |

sereening type:

Original
Screen frequency: 7 E Ipi [38 - 200]
Abcd *
screen ange: 45 3 degrees [0 - 90]
Opartrat
4 Ocroup
B Line art style: @crar-touch
Oscreen-covered
Abcd Osoldock
o8
L
b Text style: Opod
Osim
@orF
ol -

oo nfrrstion

B4 Erorspecty the color manualy
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[Advanced] Tab (refer to page 67 for detailed settings)

& Printing Preferences

[Basic | Layok | Coloring || Image | Advancsd | ption | About |
Print spesd; [ 150pem
Pt censty <o 1 Cltnteral pineng
Print density-color 2: [Clink saving
Capies: L <
outpLt: Piirit Orly v Detals
[Program printing Detals

[Cloutput reversal

L print jul [0-99]

[Dactivate the Confidential mode after job completes

[Floutput the data after initidizing printer

[Option] Tab (refer to page 71 for detailed settings)

& Printing Preferences
[Basic_|[Layout | mage | Advanced | Option [about |

Sorter contral;

Stapler:

Job separator

Restore default

E Start printing.

Click [OK] in the [Print] dialog box.

The selected document file data is then transmitted to your RISO printer and
printed out there as specified in the previous step.

When using a USB Flash Drive, data is output to the USB Flash Drive. Dis-
connect the USB Flash Drive from the computer, connect it to the printer and
print the data. For printing procedures, see the User’s Guide of your RISO
printer.
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B Setting the Print Conditions

You can set various print conditions over the tabs in the [Properties]

dialog box.

To open this dialog box, click [Properties] in the [Print] dialog box.

The operation here is common to Windows XP/Windows Vista/Win-

dows 7.

Some screen indications and tab names might be different.

\[031=» Refer to the document of Windows and other associated applications for how
to use the other tabs of this dialog box.

IMPORTANT!

Some Printer Driver settings are disabled by the settings.

Printer Driver USB flash-via-Printer Driver
Printer Driver Settings Print Only |Storage Only U,SB flash U,SB flash
drive drive
[Advanced] Tab Copies Enable Disable Disable Enable
Auto-process Enable Disable Disable Enable
[Layout] Tab 180-degree rotation Enable Disable Disable Enable
Print speed Enable Disable Disable Enable
Print density Enable Disable Disable Enable
150ppm/180ppm Enable Disable Disable Enable
Ink saving Enable Enable Enable Enable
Interval printing Enable Disable Disable Enable
[Advanced] Tab Program printing Enable Disable Disable Enable
ID print Enable Enable Enable Disable
Activate the
Confidential mode Enable Disable Disable Enable
after job completes
Output the data after . .
initializing printer Enable Disable Disable Enable
Soter control Enable Disable Disable Enable
[Option] Tab Stapler Enable Disable Disable Enable
Job separator Enable Disable Disable Enable

Enable : Printer Driver’s setting is active.
Printer Driver’s setting is disabled (or cannot be set.) Set with printer’scontrol

Disable :

panel when printing.
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[Basic] Tab

& Printing Preferences

Layout

B original size: @
l @ Partrait O Landscape
& Paper size: |Same a5 original I @
utput: [prirt Ority | Detall @
Coloring/Image Color 1: |E\ack Vl - —I
@
Color 2: |Red v| - J
Abcd
m
4

Job settings

@ [CIPreview and Edit @
ST Restore defauit @
Settings (D Original size (5) Job settings
(2) Paper size (® Prevew and Edit
(3 Output (@ Restore default
(4) Drum Ink Color
@Original size Setting the original size and paper direction.

IMPORTANT!

Be sure to specify the same page direction which was set in the application
software used when creating the document data.

When paper is fed with the long edge first, select the paper size whose name
contains the word “-R”.

When using any other custom-size paper than the displayed one, select
[Custom] and enter its width and length in the boxes.
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(2)Paper size

& Printing Preferences

Layout

= Criginal size: A4 210 % 297 mm v

~
l [44-R 297 x 210 mm i
145 148 % 210 mm

O Paper size: [A5-R 210 % 148 mm

Output: Bo R 259 5 182 T Detals

ColoringfImage Color 1 [Folscap 216 x 340 mm
Tabloid 11 x 17 inch
Legal 8.5 14 inch
Color 2 Letter 8.5 x 11 nch
Abcd Letter-R 11 8.5 Inch
Statement 5.5 % 8.5 inch
Statemert-R 8.5 % 5.5 nch

Y Custam
C4 229 x 324 mm
4 €S 162 x 229 mm

DL-R 110 % 220 mm
Executive 190 x 254 mm
Executive-R 254 x 190 mm
Ervelope 9 x 12 inch

Ervelope 10 x 13 inch

Job settings INo. 10 envelops 4,13 x 9.5 inch
8K 271 x 390 mm

16K 195 ¥ 271 mm v
[Cpreview and Edit
Entry
Restore default

Widlth: & mm v | [10-340]

Length: 297 & mm [10 - 440]

I Ok 1 [ Cancel ]

* You can select custom-size paper from the drop-down list by registering it
beforehand. (Page 42)
» The range of paper sizes that can be entered in the [Custom] dialog box
depends on your RISO printer. For details, see the User’'s Guide of your
RISO printer.
* You can select the unit of size from [mm] and [inch].

[Portrait] [Landscape]

This option is used for matching the page direction with the feed direction.
Specify the page direction.

IMPORTANT!
Be sure to specify the same page direction which was set in the application
software used when creating the document data.

Select the paper size for printing.

If you do not use scaling, select [Same as original].

If you select a paper size that is different from the original text, the image will
be scaled to fit the selected paper size.

IMPORTANT!
If you select [Print position adjustment] (Page 58), scaling will not be done.
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(3 Output

52 Working with the Priter Driver

For the Printer Driver

B This item appears when [Storage Memory] on the [Environment] tab
is set to “Installed”.

Print Only

Send the data to your RISO printer, and start printing in the [Auto-process].
Print & Storage

The print job is processed and the data is stored in the printer. You can reac-
tivate the stored data on your RISO printer at anytime you like.

Storage Only

Send the data to your RISO printer to be stored. You can reactivate the
stored data on your RISO printer at anytime you like.

For the USB flash-via-Printer Driver

USB print (Manual)

Data is output to the USB Flash Drive. You can specify a folder for storing the
data in the USB Flash Drive. (Page 53)

USB print (Auto process)

Data is sent to the USB Flash Drive. It is printed according to the [Auto-
process] setting. After a master-making, the data in the USB Flash Drive is
automatically deleted.

(A folder for storing the data in the USB Flash Drive cannot be selected. Data
is stored in the [Auto process] folder.)

[Details]

Set additional information necessary for storing data and output of USB
Flash Drive. The information below will be stored together with the document
data. Such information can be used to identify the data.

— For the Printer Driver
Selecting [Print & Storage] or [Storage Only] for [Output] enables you to click
[Details]. Click [Details] to open the [Storage Tag] dialog box.

Storage tag [‘S_<|

[“]use an ariginal file name

Job narne: ‘ ‘

Owhet name: ‘ RISO ‘

[Clpisplay a message befare deleting data

I K 1 [ Cancel
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— For the USB flash-via-Printer Driver
Clicking [Details] opens the [USB print tag] dialog.

USB print tag E\
Drive: v | UsB MEMORY
Falder: [1_FoLoER v

Use an original file name

Job name: | |

Owner name: | RISO |

[ Display a message before deleting data

[ oK I [ Cancel ]

Use an original file name:

Select the check box to automatically use an original file name for identifica-
tion on the application software on which the document was created.

Job name:

Enter ID name if you want to have any name different from one specified on
the application software on which the document was created.

Owner name:

Input the name of the administrator of the data to be stored or output to the
USB Flash Drive. The default is the name of the user logged into the com-
puter.

Folder:

Select a folder (1-6) to use for storing or printing from the USB Flash Drive.
Drive (Only for USB flash-via-Printer Driver):

Select the drive that the USB Flash Drive is connected to. The drive detected
as the USB Flash Drive appears in the drop-down list.

Display a message before deleting data:

Select the check box to display a confirmation message on the control panel
of your RISO printer before deleting stored data.

IMPORTANT!

You are not allowed to use the prohibited characters as follows for [Job name]

and [Owner name].
Prohibited characters : \/:,; *? 7 <>|

\[eX = With the Printer Driver for USB Flash Drive, when [USB print (Auto process)]
is selected for [Output](Page 52), the data is automatically deleted after
printing is finished.

Working with the Priter Driver
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(4 Drum Ink Color

(5)Job settings

(6) Preview and Edit

(7)Restore default

54 Working with the Priter Driver

After [Color information] is refreshed and the information on ink colors is ob-
tained, ink colors are automatically selected from the ink colors mounted on
the printer and the selected ink color is indicated in blue. (Page 63)

If the information cannot be obtained, manually select the print colors mounted
on the printer.

You can name and register the printer settings you often use.
The registered printer settings can be called up.

IMPORTANT!
To register/delete the printer settings, you are required to have administrator’s
privileges to log in to Windows.

1) Make the printer settings in the [Property] dialog box.

2) Clicking [Entry] displays the [Entry] dialog box.

3) The name registered appears in the [Status list:] by entering the
name in the column under [Name:] and clicking [Entry].

Mame:

| Repart: | Entry

Status list:

Clear

4) Click [Close].

» The registered printer settings can be saved as a printer settings entry file
by clicking [Export].
To register the printer settings from the printer settings entry file, click
[Import] and specify the file.
» To delete the registered printer settings, select the name to be deleted and
click [Clear].

B This option is not available for the mono-color printers.

When a checkmark is placed in the checkbox, using the application software
for printing automatically starts up “Preview and Edit”. In the “Preview and
Edit” mode, you can edit and check the color separation before printing.

For details, see Page 77.

[\[e30=» This is also displayed on the [Layout], [Coloring] and [Image] tabs.

Clicking [Restore default] changes the settings in the [Property] dialog box
back to their defaults.

[\[eJ=» This is also displayed on the [Layout], [Coloring], [Image], [Advanced] and
[Option] tabs.
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[Layout] Tab

=3 Printing Preferences

= original size:

|

D Paper size:

Imposition:

Binding side:

O Landscape J

‘Same as original I

@ Partrait

B -

OFF v

Details

it to printable area

[]120-degree rotation

Margin-plus

Print position adjustment Details

[IPreview and Edit

ELENE @ &

Settings (1 Original size* (6 Binding side
(2) Paper size* @ Fit to printable area
(3 Imposition 180-degree rotation
(4) Pages/sheet (9 Margin-plus
(5) Layout order Print position adjustment
* The settings are made depending on the settings in the [Basic] tab. (Page 50)
@0rigina| size [Basic] Tab - [Original size] (Page 50)
@ Paper size [Basic] Tab - [Paper size] (Page 51)
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(3 Imposition

(4)Pages/sheet

(5)Layout order

56 Working with the Priter Driver

You can impose multiple originals on one page and print them.

OFF : Nomal printing (one page original par sheet).
Multi-up : The same original is imposed multiple times on one sheet of
paper.

Page layout : Different original pages are imposed on one sheet of paper.
Multi-up Page layout

AA & A B
A lmp AL

When [Multi-up] or [Page layout] is selected, select the number of pages.

2 pages : Imposes 2 original pages on a sheet.
4 pages : Imposes 4 original pages on a sheet.

When [Page layout] is selected, select the imposition order and opening
direction.

@ Page layout (2 pages)

Left to right (Top to bottom) : Original pages are imposed from left to right
or from top to bottom.

Right to left (Bottom to top) : Original pages are imposed from right to left
or from bottom to top.

@ Page layout (4 pages)

Left top to right : Original pages are imposed from left top to right.
Left top to bottom : Original pages are imposed from left top to bottom.
Right top to left : Original pages are imposed from right top to left.

Right top to bottom : Original pages are imposed from right top to bottom.
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(6)Binding side

(DFit to printable
area

180-degree
rotation

Setting the binding margin

OFF : A binding margin is not set.

Left : The binding margin is set on the left side of the sheet of paper.
Right : The binding margin is set on the right side of the sheet of paper.
Top : The binding margin is set on the top of the sheet of paper.

Bottom : The binding margin is set on the bottom of the sheet of paper.
Details : Clicking [Details] opens the [Binding side] dialog box.
Set the binding margin and the unit.
When a checkmark is placed in the [Auto reduce] checkbox, the
page size is automatically reduced if the original page size is not
within the print paper.

Binding side

e Binding rnargin:

] 2 fom ¥ [o-sm

[ autn reduce

Ok ] ’ Cancel

If the original page does not have enough margin for printing, it is normally
printed as it is without page size reduction.

If the original page has a smaller margin, the part that exceeds the effective
print range is not printed out.

In such case, if you place a checkmark here, the whole page is printed out
by adding a margin (changing the reduction rate) and preventing the edge of
the paper from being removed.

[\[e303» This option is not available when [Margin-plus] is selected.

You can rotate print images by 180 degrees by activating this option.

IMPORTANT!
You can set 180-degree rotation from your printer. If you set it both from your
printer driver and printer, the print images do not rotate by 180 degrees.

Working with the Priter Driver
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(9 Margin-plus

@0 Print position
adjustment

58 Working with the Priter Driver

If you select this check box, printing will be done in a 95% scaling.

[\[e30=» - If [Fit to printable area] is not selected, this option is not available.
« If [Print position adjustment] is selected, this option is not available.

When you print the original on a sheet of paper that is larger than the original,
this option adjusts the printed position without changing the printed original
size.

Placing a checkmark and clicking [Details] opens the [Print position adjust-
ment] dialog box. Set the position and the unit.

The settable range varies depending on the original size and the print paper
size.

Reset : Clicking [Reset] returns to the original position.

Print position adjustment

+ COutput
D Wertical 0.0 Fr mm v [0.0- 123.0]
Horizan 0.0 — i [-43.5 - 42.5]
C o] [om

[\[e30=» - If [Margin-plus] is selected, this option is not available.
« If you set [Imposition] to other than OFF, this option is not available.
* You can select the unit of size from [mm] and [inch].
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[Coloring] Tab

B This window appears only on dual-color printers.

& Printing Preferences

| Basic_| Layout | Coloring | Image | Advanced | option | About |

Original

1;\«b<:;!i

o

A
{4

Print.

Abcd

3

O Mona-colar print I @
@ Buakcalor printi —
Calor 1: ‘EBEk V‘ -
Calor 2: red v & O
Master-making color: ‘Enth of colors b ‘
Color separation: ‘Autn b ‘ Details
Color information ]
m Error:Specify the color manually O

[Preview and Edit

Restore default

Settings (1) Mono-color print (3 Color information

Color

(2) Dual-color print

Color 1
Color 2

Master-making color
Color separation

(1)Mono-color
print

When Mono-color print is selected, printing is done by only one Print Drum
(Cylinder).

Color
Select the print color from the drop-down list.

» When the printer is connected on the network, the color information for
Color 1 mounted on your RISO printer can be acquired by clicking on
[Refresh].
When information is completely acquired, the color of Color 1 will be
displayed next to “Color” in blue letters.
If letters are not changed to blue or you want to use the color of Color 2,
manually select the print color.

» For mono-color print, it is recommended to use the Color 1. However, if the

selected color is set to Color 2 side, use the Color 2 for printing.
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(2)Dual-color
print

60 Working with the Priter Driver

When dual-color print is selected, each of text/line art section and photo images
in the document data will be printed out respectively with dual coloring.

IMPORTANT!

» As for characters, numeral figures, and drawings, create the data using colors
on fonts and lines.
You do not have to select same colors as those mounted on your printer, but
the data will be printed in two colors even if you use more than two colors on
your document.

* As for photo images, only color photos can be printed in two colors. If you
want to print black-and-white photos, specify either the color 1 or 2.

Color 1
Color 2

Select the print color from the drop-down list.

When the printer is connected on the network, the color information on your
RISO printer can be acquired by clicking on [Refresh].
When information is completely acquired, the color of drum will be displayed
next to “Color 1” and “Color 2” in blue letters.
If letters are not changed to blue, manually select the print color.

Master-making color

In using dual-color print, select the color of Drum (Cylinder) to carry out the

“Master-making”.

Color 1 only : Master making is carried out only in color (Drum (Cylin-
der)) 1.

Color 2 only : Master making is carried out only in color (Drum (Cylin-
der)) 2.

Both of colors : Master making is carried out with both Drums (Cylinders).

Color separation
Set the method and the conditions for separating an original into two colors.

[Auto]

Matching the set Drum (Cylinder) colors, set the coloring of [Text/Line Art]
and [Photo] to appropriate parameters.

When the settings can be completed, selected parameters will be displayed
in blue letters on the [Manual] dialog box.
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[Manual]

The [Dual-color print/manual] dialog box is displayed by clicking on the [De-
tails] button.
Different conditions for color separation can be set for the “Text/Line art”
areas and the “Photo” areas separately.

Dual-color print/fmanual

TextfLine art:

Phota: |1:Black 2:Red v|

SEREAN e

[ Ok ] ’ Cancel

[Text/Line Art]
1: All

2: All

1:RGB 2:B&W

: Text and line art are printed out in color 1.
: Text and line art are printed out in color 2.
: The colored sections of the text/line art are printed out

1:Red 2:Blue/Black :

1:B&W 2:RGB

in color 1 and the black (gray) sections are printed out
in color 2.

Red, yellow and magenta sections of the text/line art
are printed out in color 1 and blue, green and black
sections are printed out in color 2.

: The colored sections of the text/line art are printed out

1:Blue/Black 2:Red :

1:Red 2:0Others
1:Blue 2:Others
1:Green 2:0Others
1:Black 2:Others
1:0Others 2:Red
1:Others 2:Blue
1:0Others 2:Green
1:0Others 2:Black

Vo

in color 2 and the black (gray) sections are printed out
in color 1.

Red, yellow and magenta sections of the text/line art
are printed out in color 2 and blue, green and black
sections are printed out in color 1.

. Text and line art are expressed as spot colors so that
the ink color of Drum (Cylinder) 1 and Drum (Cylinder)
2 do not overlap with each other.

Select the colors according to the ink colors at the
time of printing.
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62 Working with the Priter Driver

[Photo]

1: All : Photo images are printed out in color 1.
2: All : Photo images are printed out in color 2.

1:Red 2:Black
1:Red 2:Blue
1:Red 2:Green
1:Black 2:Red
1:Blue 2:Red
1:Green 2:Red

1:Red 2:Others
1:Blue 2:Others
1:Green 2:0Others
1:Black 2:Others
1:Gray 2:Others
1:Others 2:Red
1:Others 2:Blue
1:Others 2:Green
1:Others 2:Black
1:Others 2:Gray

DS

»

4

: Separate the colors of a color photo by assuming the

ink colors set for Drum (Cylinder) 1 and Drum (Cyl-
inder) 2. Overlap the ink color of Drum (Cylinder) 1
and Drum (Cylinder) 2 with each other and express
it as a Dual-tone color.

Select the colors according to the ink colors at the
time of printing.

. Separate the colors of a color photo by assuming

the ink colors set for Drum (Cylinder) 1 and Drum
(Cylinder) 2. The colors are displayed as spot colors
so that the ink color of Drum (Cylinder) 1 and Drum
(Cylinder) 2 do not overlap with each other.

Select the colors according to the ink colors at the
time of printing.

Separate the colors by assuming the ink colors set respectively for Drum
(Cylinder) 1 and Drum (Cylinder) 2. You do not need to select the same
coloring as the actually set ink colors. When printed in the selected colors,
however, the colors are separated so as to make the colors closer to the

colors of the original photo.

[Combination print]

With combination print, the original data is automatically colored in two (on
the assumption: color 1 of black and color 2 of red), the data is transmitted
to your RISO printer and the master making is carried out. The printer will
stop after master making is carried out. Use the Combination print screen
in the printer control panel to set the number of the copies and to press the

start key.
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(3)Color information

[\[630=» Print image:

[Use color separated data]

[Use color separated data] uses the original color-separated data and prints it.
This option makes masters of odd pages with Drum (Cylinder) 1 and even
pages with Drum (Cylinder) 2, therefore the first and second pages of the
original are printed on the first copy, and the third and fourth pages of the
original are printed on the second copy. When the total number of the original
pages is odd, the master of the last page is made with Drum (Cylinder) 1 and
no master is made with Drum (Cylinder) 2.

Original

A C E
B D

First page Second page Third page Fourth page Fifth page

Print

A C E
B D

First page Second page Third page

M [IP address of the printer] on the [Environment] tab (Page 41) must
be set.

By clicking on the [Refresh] button the color information of the Drums (Cylin-

ders) mounted in your RISO printer will be reflected in the RISO Printer Driver.

The acquisition status (Complete/Error) of color information is displayed. In

case of “Complete”, the letters in the Ink Color of the printer driver will be

indicated in blue.

Following the settings in the [Coloring] tab, the image of the documentation data and
print will be displayed.
The images are different from the actual documentation data and prints.
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[Image] Tab

& Printing Preferences

Basic | Layout | Image | advanced | Option | about |
Screening type:
Original
Screen frequency: 71 B Ipi [38 - 200]
%?-Cd Screen angle: 45 E dearees [0 - 90]
5o
4 Photo type: @ Standard
O Portrait
G O Group
Print image
i Line art style: @ Grain-touch
O Screen-covered
%b:cg O Solickinok
7
.
9 Text style: O Bold
%))
O slim
®oFF
Color: Black ~ .
Calor information
m Error:Specify the color manualy
Settings (1 Screening type*' (3 Line art style
Grain-touch Grain-touch
Screen-covered Screen-covered
Screen frequency Solid-look
Screen angle
(@) Text style
(2) Photo type* Bold
Standard Slim
Portrait OFF
Group

(5) Drum Ink Color*2*3

(6) Color information*3

*1 It may not be changed depending on the settings of [Color separation/Manual]. (Page 60)
*2 The settings are made depending on the settings in the [Basic] tab. (Page 50)
*3 This option is available for the mono-color printers.

(1) Screening type

64 Working with the Priter Driver

You can select either of the following two styles in printing out photo images
in your document data. The print result of the selected style of photo images
is seen on the left side of the screen.

Grain-touch:

Various tones of photo images are reproduced by changing the number of
dots in an area according to original density. The printed-out photo images
will have grain-touch appearance.
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(2)Photo type

Screen-covered:

Various tones of photo images are reproduced by changing the size of dots
according to original density. The printed-out photo images will be covered
with a dot screen.

Though the wide range of tone levels in original photo images can be kept in
this style, their fineness will be lowered.

When you select [Screen-covered], you can set the screen-covered param-
eter.

Screen frequency

You can select the frequency of dots per inch (25.4 mm). You can select the
value from 38 to 200. The default value is 71.

Screen angle

You can select the angle of dot direction so as to make adjustments against
moire or other problems. You can select the value from 0 to 90. The default
value is 45.

Select the type of photo and set image finishing.

Standard

Clicking [Details] enables settings to be made for brightness and contrast.
Clicking on the [Details] opens the [Photo adjustment] dialog box.

Portrait

Use this setting for pictures of one or two individuals from the bust up. This
type of image processing is particularly good for printing photos of faces.
Group

This setting is for group photos that are over-exposed. This process is effec-
tive for restoring facial features that have become washed out by a flash.

\[eX=» When either [Portrait] or [Group] is selected, the “Photo adjustment” settings
made for [Standard] are returned to their defaults.

Photo adjustment

Photo adjustment El
Brightness: Dark —J— Light
Contrast: Lowe 7% High

Backlight correction: L 7)* High

[JEdge enhancement:

[ Tone smoothing

Light Standard Dark

SR
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(3)Line art style

(@) Text style

(5)Drum Ink Color

(6) Color information

\[e3f=» Print image:

66 Working with the Priter Driver

Brightness : The brightness of photo images can be adjusted
to 7 levels.

Contrast . The contrast of the overall image can be adjusted to
7 levels.

Backlight correction : When a check mark is placed in the check box, back
light correction is applied to the image to make it
sharper.

Edge enhancement : When a check markis placed in the check box, edge
enhancement is applied to the image to accent con
tours.

Tone smoothing : This setting is available when [Screen-covered] is
selected for [Photo]. When a check mark is placed
in the check box, the tonal expressions used in
screen-covered processing are smooth.

Specifies the expression method of the line (text).

Grain-touch : This mode displays the color gradation. The bright color
is printed out in light tone and the dark color is printed
out in deep tone.

Screen-covered : The text sections are displayed with halftone dots. This
mode is unsuitable for small sized text.

Solid-look : This mode makes all text solid-look. You can use this
mode to express the text clearly. The difference of each
text color cannot be expressed.

You can adjust the thickness of text in this mode.

Bold : makes the text thicker and print out (to prevent patchy).
Slim : makes the text slimmer and print out (to prevent crushed lines).
OFF : doesn’t adjust the text volume.

[Basic] Tab - [Drum Ink Color] (Page 50)

M This option is available for the mono-color printers.
Ml [IP address of the printer] on the [Environment] tab (Page 41) must
be set.

By clicking on the [Refresh] button the color information of the Drums (Cylin-
ders) mounted in your RISO printer will be reflected in the RISO Printer Driver.
The acquisition status (Complete/Error) of color information is displayed. In
case of “Complete”, the letters in the Ink Color of the printer driver will be
indicated in blue.

According to the settings of each [Photo type], [Line art style] and [Text style], the
image of the documentation data and print will be displayed.
The actual documentation data and prints are different from the displayed images.
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[Advanced] Tab

=3 Printing Preferences

[Besic | Layot | Coloring | mage | Advanced |option | About |
@ Print speed: [ 150ppm
Print density-color 1: ‘<Ouen> V‘ [Cinterval printing @
@ Print density-color 2: ‘(Ouem ‘V,‘ ik saving @
@ Copies: 1 —-
@ Auto-process: ‘ oM v ‘
@ Output: ‘Dr\nt arly v ‘ Details
@ Crrogram printing Details
@ Coutput reversal
@ 11D print: l:l
@ [Jactivate the Confidential mode after job completes
@ [Zloutput the data after initiaizing printer
Settings (O Print speed (@) Output*
150ppm/180ppm L.
Program printing
(2) Print density
- (9 Output reversal
Interval printing
ID print
() Ink saving ID
(5) Copies @) Activate the Confidential mode after job completes
(6) Auto-process 42 Output the data after initializing printer
* The settings are made depending on the settings in the [Basic] tab. (Page 50)
@Print speed Selects the print speed of the printer from 5 levels.

side.

150 ppm
Print at high speed (150ppm).
180ppm

Print at high speed (180ppm).

If it remains [Open], the original is printed at the speed set on the printer

H This option is available only for dual-color printers.

B This option is available only for mono-color printers.
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Setting the Print Conditions

(2)Print density

(3 Interval printing

(4)Ink saving

(5 Copies

(6) Auto-process

68 Working with the Priter Driver

Selects the print density of the printer from 5 levels.
The print density can be set for each Drum 1 and Drum 2.
If it remains [Open], the original is printed at the density set on the printer.

By allowing the printer to skip a paper feeding during printing, the ink has time
to dry, preventing it from leaving marks on the back of the next sheet.

The ink saving function of the printer is activated when this check box is
selected. The volume of ink used for printing will be reduced compared with
normal operation.

[\[e) =) In case of selecting “Ink saving mode” printing image might be lighter or
erased depending on darkness of the original image.

You can use this field to specify the number of copies if no field is prepared for
print quantity entry in your application software. When the number of copies
can be specified in the [Print] dialog box of the application software, on the
other hand, you can ignore this setting because it has no effect on printing
operation.

You can specify how to process your print jobs on your RISO printer, i.e. to
complete them without interruption or to interrupt them after a specified process
step. By interrupting your print jobs, you can check print position and quality
with test prints before printing process or change the print job flow according
to your print requirements. The available process flows are as follows.

ON:

To complete print jobs without operator involvement on your RISO printer. No
pause is made between master-making and printing processes until the end
of print jobs.

Pause before “Master-making”:

To interrupt print jobs before each master-making process, thus allowing you
to handle a stack of printed copies, especially for duplex printing. You can
view the page image on the LCD of the printer to check what you are about
to print.

Pause before “Print”:

To interrupt print jobs before each printing process, thus allowing you to
check a sample print.

OFF:

To interrupt print jobs before each process step, i.e. both master-making and
printing processes.



Setting the Print Conditions

(7) Output

Program printing

IMPORTANT!

* For the Printer Driver, [Auto-process] is available only when you select [Print
Only]. (See Page 52) (The setting is not valid for [Storage Only].) For stored
data, set the [Auto-process] mode from the printer display when the data is
retrieved.

¢ For the USB flash-via-Printer Driver, master-making/printing is executed ac-
cording to the [Auto-process] setting made here when [Output] (Page 52) is set
to [USB print (Auto process)]. For that reason, when [Pause before “Master-
making”] or [OFF] is selected, master-making does not start automatically.

[Basic] Tab - [Output] (Page 52)
Printing jobs are conducted in sets of copies. One set should contain at least

one page. By selecting program printing, you can click [Details]. Click [Details]
to open [Program printing] dialog box.

Program printing &
Group Copies Sets
1 \ | csw |2 | sets
2 (o | s 1 | sets
3 [o | s |1 | sets
4 [o | s |1 | sets
E o | esx 1 | sets
6 o | epsw |1 | sets
Job separation
OTape @oFF

Copies : Enter the value for number of pages per set to be printed.
Sets : Enter the value for number of sets to be printed.
Reset : Returns Copies and Sets to their defaults.

Job separation

Tape : Tape is inserted into each group.
OFF : No job separation is performed.

H To use the job separator mode, the optional job separator is required.
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Setting the Print Conditions

(9 Output reversal

401D print

@) Activate the
Confidential
mode after job
completes

42 Output the data
after initializing
printer

70 Working with the Priter Driver

Placing a checkmark here outputs copies in reverse order.

The data will be output as “ID print” when this check box is selected. For ID
print, the input of PIN code is required when printing the data from the printer.
Use this setting to print documents you do not want others to read, such as
confidential documents.

Though the job is sent to the printer, the master or prints are not made until
authorization is input from the printer’s control panel.

IMPORTANT!

» With the Printer Driver for USB Flash Drive, placing a check mark in the [USB
print] check box automatically sets [USB print (Manual)] for [Output] (Page
52). [USB print (Auto process)] cannot be selected.

» Before setting [ID print], make the authorization settings in the printer. For
details, see the printer user’s guide.

ID
Input your ID Number registered with the printer.

[\[eX§=» IDs are allocated to each individual user in the range from 0 to 99. For details,
ask the administrator of the printer.

You can prevent your confidential documents from being duplicated without
your knowledge by selecting this check box. When this check box is selected,
the remaining master is automatically replaced with a blank one after all speci-
fied print jobs are finished.

Your RISO printer is initialized before receiving print data when this check box
is selected. It is recommended to select this check box in most cases.



Setting the Print Conditions

[Option] Tab

& Printing Preferences

| Basic | Layout || Tmage | Advanced | Option |about |

Sorter contral:

<Open:
Stapler: <Open: 4

Job separator: «Open= v

OIOQ)

Restore defalt

Settings (1 Soter control*
(2) Stapler*
(3 Job separator

* This option is available for the mono-color printers.

B The optional settings are displayed if your RISO printer is equipped
with optional devices, which are selected in the [Environment] tab.

(Page 41)
@Sorter control You can select an operation mode of the optional sorter which is connected
to your RISO printer.

<Open> : The connected sorter operates as specified on the control panel
of your RISO printer.

NonSort : Printed sheets are delivered into the Nonsort tray as if no sorter
was installed, thus enabling you to process a large-volume print
job speedily.

Sort : Printed sheets are sorted in order to produce a desired number
of copies of a multiple-page document.

Group : Printed sheets are distributed into different groups of bins for dif-
ferent document pages.

Stack : Printed sheets are distributed into a series of separate bins re-

peatedly, thus enabling you to secure ink-smudge-free prints.

[\[eX0=» Refer to the user’s guide of the sorter for its functions and operations.
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Setting the Print Conditions

(2)Stapler

(3Job separator

72 Working with the Priter Driver

You can activate the stapler built in the sorter connected to your RISO printer
and select the stapling position.

<Open> : The built-in stapler operates as specified on
the control panel of your RISO printer.

OFF : The stapler is not performed.

ON-At Front Corner : Single vertical staple at right-side corner of the

paper tail in the feed direction.

ON-At 2 Points in Center : Dual vertical staple at paper tail corners in the
feed direction.

ON-At Rear Corner : Single vertical staple at left-side corner of the pa-
per tail in the feed direction.

\[0J =) Referto the user’s guide of the sorter equipped with the stapler for its functions

and operations.

You can activate the job separator on your RISO printer and select the timing
of separation tape insertion.

<Open> : Follow the present setting of your RISO printer.
OFF : No separation tape inserted.
ON-Between jobs : Insert separation tapes per job.

ON-Between Pages : Insert separation tapes per page.

\[eJ=» Refer to the user’s guide of the job separator for its functions and
operations.



Setting the Print Conditions

[About] Tab

Copyright (C) 2003 RISO KAGAKU CORPORATION

Wersion: ver, § ol
Language: English

Model: RISO MZ 10 Series

RISO

This tab shows the version number, language and model name of your Print-
er Driver.

In case you contact your service representative because of function errors,
check this version number and so on beforehand.
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Creating a RISORINC-format file

-]
B Creating a RISORINC-format file

74 Working with the Priter Driver

Itis necessary to create a RISORINC-format file before sending data via FTP
with RISO Network Card.

\[e11=» A RISORINC-format file can only be used with RISO printers.
All settings made in the Printer Driver are saved with the file.

IMPORTANT!

The procedure for creating RISORINC files differs when using the 3 to set-
tings of the [Layout] Tab (Page 55). See “Creating RISORINC Files When Using
the [Layout] Tab Setting” (Page 76).

Open a document file and specify the print job in the [Print]
dialog box.

Select [Print] in the [File] menu to open the [Print] dialog box.

Confirm that [RISO...] is selected in the [Printer] field in the
[Print] dialog box.

The selected [RISO...] should correspond to the RISO printer model to which
your document file is to be transmitted. Otherwise, the transmitted document
data may not be printed out correctly on the target RISO printer.

IMPORTANT!

* The RISORINC-type file should be created with the RISO Printer Driver cor-
responding to your RISO printer. If the Printer Driver does not correspond to
your RISO Printer Driver, the transmitted document may not be printed out
correctly.

» USB flash-via-Printer Driver cannot be used.



Creating a RISORINC-format file

Output the document data to a file.

Select the corresponding check box, ex. [Print to file], and click [OK]. Then
specify the name and the destination for the RISORINC-format file to be cre-
ated in the displayed dialog box and click [OK] or [Save].

If the corresponding check box does not exist in the [Print] dialog box, change
the Printer Driver configuration.
Open the [Properties] dialog box from the [Printers] folder and select “File”
in the [Print to the following port] list in the [Details] or [Ports] tab. Then open
the [Print] dialog box and click [OK].

Print
Printer
Mame: | Qg RISO MZ 10 Series
Skatus: Frinting: 1 documents waiting
Type: RIS ME 10 Series
where! IP_192.168.1.5 — Mark the check box of the
Comment: .
[Print to file]
Page range Copies
@ al Mumber of copies:
O Current page
) Pages: | | Iﬂ' [ callate
Enter page numbers and/or page ranges
separated by commas. For example, 1,3,5-12
Prink what: |DDcument v | Zaarm
Print: |A\I pages in range B el page
Scale ko paper size: Mo Scaling w
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Creating a RISORINC-format file

e

Creating RISORINC Files When Using the [Layout] Tab Setting

When using the (3 to 0 settings of the [Layout] Tab (Page 55), files cannot be properly created in the
usual way. Create RISORINC files from a Local Port.

B Adding a Local Port for RISORINC Files

(1) Open the Properties dialog box.
See Steps [l and A on page 41.

(2) Open the [Ports] tab.

(3 Click [Add Port].

(@) Select [Local Port] and click [New Port].

(5 The [Name Port] dialog box opens, therefore input the drive where to store the RISORINC
file (i.e., C:\) and the file name (i.e.,RISORINC.prn), and click [OK].
If “C:\RISO\RISORINC.prn” is input for [Port Name], the file named RISORINC.prn is saved in
the C drive.

H Selecting a Local Port for RISORINC Files
(1) Open the Properties dialog box.
See Steps [l and A on page 41.
(2) Open the [Ports] tab.
(3 Place a check mark in the check box of the Local Port for RISORINC files that was added
under [Print Port], and [OK].

IMPORTANT!
After creating the RISORINC file using the [Layout] feature, restore the usual print port in the same way
you set the Local Port.

\[e) =) It is convenient to install two RISO Printer Drivers and register one for printer output and the other for
RISORINC Files.

H Outputting RISORINC Files

(1) Open the [Print] dialog box.
Open the original data to convert to RISORINC format, and select [Print] from the [File] menu.

(2) Check print conditions.
Check that the RISO Printer Driver in which the Local Port has been selected for RISORINC files
appears in the [Printer Name] list.

(3 Output to file.
Remove the check mark from the [Print to file] check box and click [OK]. The file is saved
under the name and drive set for the Local Port.

IMPORTANT!

* Remove the check mark from the [Print to file] check box. Data is automatically output to a file.

* To output other original data, either move or rename the currently saved RISORINC file. If output as is,
the saved file is overwritten.
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Preview and Edit

Preview and Edit is a special utility software for the dual-color

printer driver.
The software cannot be used with the mono-color printer

driver.

H Preview and Edit.......ccocecvveeireeirenirenirennnenns 78
Preview and Edit Window ............c.c......... 78
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B Preview and Edit

Before printing, you can preview the printing result obtained from the settings for color separations conditions
on your PC monitor screen with Preview and Edit.

To preview the print image and change the print colors with Preview and Edit, place a checkmark in the Preview
and Edit checkbox on the RISO Printer Driver and click Print. (Page 54)
Preview and Edit automatically starts up and the print image appears.

If the displayed Preview doesn’t show the coloring you expected, you can partially change colors on this
screen.

Preview and Edit Window

Tool Bar = Page 80 Toolbox = Page 82

Main functions A desired editing tool can be
can be activated by selected by clicking on a tool
clicking on the but- button here.

tons here.

@ - - Preview and Edit |:||§|E|
File Edit Tools Wiew About pu—

— Menu Bar = Page 79
= B & & Pagei fpage 1 ~| % Any function available
in the Preview and

g - & Edit can be activated
W by selecting it from
(_“‘ ol Orf ul the pull-down menus.
4 N Standard color l
@ ——— 1 Print color = Page 81
& The ink color specified
° with the printer driver
appears.
, A color is selected by
clicking the color icon.
\ /
Let's use colors

0,0 mm 116 —1— Status Bar == Page 81
The information about
Image View Zone th,e Currem gditing
You can view the cur- window is given here.
rent color-applied page
image here.

\[eXi=» - To exit Preview and Edit, select [File] and then [Exit] from the Menu Bar, or click [x] at the top right.
 To save the edited file once and then continue the operation, you can start up “Preview and Edit” separately.
Select [Start]-[All Programs]-[RISO]-[MZ10_MZ8 Series]-[Preview and Edit] of Windows in this order.
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Menu Bar

@ - Preview and Edit

Any function available in the Preview and Edit can be activated by selecting

it from the pull-down menus.

File Edit Tools ‘iew About

File

Edit

Tools

View

About

Open
Save
Save As

Print

Recent File
Exit

Undo
Redo

Object Fill

Rectangle Fill
Free Hand Fill

Zoom

Toolbar
Status Bar
Toolbox
Print color
Zoom

About ...

= Page 80
= Page 80

Saves the currently-edited job file as a new color document file, keeping the

original job file.

= Page 80

The files that you recently used appear.
Exits the Preview and Edit program.

= Page 80
= Page 80

= Page 82
i Page 82
= Page 82
= Page 82

= Page 80
i Page 81
= Page 82
= Page 81
i Page 82

Indicates the version of the current Preview and Edit program.

Preview and Edit
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Tool Bar Main functions can be instantly activated by clicking on the tool buttons ar-
ranged in this bar.
The following functions are assigned to the respective tool buttons.

1 2 4 5

T
i
(I

Page: |Page 1 +| %

3 6 7
1. Open Opens the [Open] dialog box, in which you can select a color document file
TS to be printed or modified (**.rcs).
L=+
2, Save Overwrites the original job file with the current one to save changes.
E If you want to keep the original job file, select [Save as] in the [File] menu
and save the currently-edited job file as a new color document file.
3. Print Opens the [Print] dialog box, in which you can specify the print job of the
% color document file created in the Preview and Edit. (Page 83)
4. Undo Cancels the operation which has just been performed to recover the previous
y condition. You can undo [Object Fill] operations only 10 times.
5. Redo Performs the operation which has been cancelled by the “Undo” function
once more.
e
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6. Print color Opens/closes the [Print color], from which you can select an ink color desired
to be applied to the images on the page displayed on the screen.

[? To select an ink color desired to be applied to the images, click on it in the
[Print color].

N[810=» The displayed ink colors are only the ones that were set with the printer
driver.

7. Paper Palette Change the page to be displayed.

Click [¥] to select a page.
Fage: |F'a|_:,|e 1 '|

Status Bar The following information is given here;
- the current operation in progress

| 0,0 mm 116 A
1 2
1. Mouse Pointer Location The cu rrent location of the mouse pointer is displayed here.

(0.0mm) indicates the upper left corner of the page.

2. Zoom Ratio The current page view size in the Image view zone is displayed here.
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Toolbox

1. Object Fill

fe

2. Rectangle Fill

3. Free Hand Fill

o

4. Zoom

82 Preview and Edit

A desired editing tool can be selected by clicking on a tool button arranged
in this box.
The following functions are assigned to the respective tool buttons.

Selects the [Object Fill] icon, which appears on the screen in place of the
mouse pointer when it is placed on the page.

With this tool, you can fill an object with a color selected from the Ink color
palette.

To apply a selected color to a specified object, place this icon inside the
object and then click. The specified object is then painted in the selected
ink color.

Selects the [Rectangle Fill] icon, which appears on the screen in place of
the mouse pointer when it is placed on the page.

You can paint all images placed within the rectangle developed by clicking
and dragging this icon in a color selected from the Ink color palette.

To apply a selected color to the images, place the mouse pointer inside the
rectangle and then click. The mouse pointer is changed to the [Object Fill]
icon when it is placed inside the rectangle.

Selects the [Free Hand Fill] icon, which appears on the screen in place of
the mouse pointer when it is placed on the page.

You can paint allimages placed within the free-hand-drawn closed line developed
by clicking and dragging this icon in a color selected from the [Print color].

To apply a selected color to the images, place the mouse pointer inside the
closed line and then click. The mouse pointer is changed to the [Object Fill]
icon when it is placed inside the closed line.

Selects the [Zoom] icon, which appears on the screen in place of the mouse
pointer when it is placed on the page.

You can zoom in or out the page image by clicking this icon on the page.
To zoom in, simply click the left mouse button. To zoom out, on the other
hand, click the left mouse button while pressing the [Ctrl] key. The page
image can be zoomed in and out at any of six scales, i.e. 1:1, 1:2, 1:4, 1:8,
1:16 and 1:32.

You can also select a scale from [Zoom] in the [View] menu on the Menu
Bar.



Print dialog box

1. Printer name

2. Property

3. Output port

4. Check the log before printing

5. Print dialog

6. Close

[Print] dialog box appears when clicking [Print] icon on the Tool Bar or select-
ing [File]-[Print] from Menu Bar.

Print dialog

Printer name;

Property j—— 2
Output part
V¥ Check the log before printing 4

Print dizlog ‘ Cose

5 6

When Preview and Edit startup is set with the printer driver, the printer name
for the printer driver is shown.

When you start up Preview and Edit from the Start menu, the name of your
installed printer appears. Select the printer name used for creating the edited
color document file (*.rcs).

The [Property] dialog box appears. (Page 84)

Click here to change the settings conducted with the printer driver.

The printer port whose name appears.

The Color separation dialog box appears before printing. (Page 84)

Clicking here starts printing.

Closes the Print dialog box.

Preview and Edit
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Property dialog box The following settings made with the printer driver can be changed.

Property g‘

Prirt speed; [~ 150ppm
Prink density-color 1 <Operiz hd ™ Interval printing
Prirt dersity-color 2 <Opery hd ™ Ink saving
Copies. 1 = *1
Auto-process: oM -
Output: Frint Only - Q
I Program printing
[~ 1D print 3
Job separator: <Open - *2
[~ Activate the Confidential mode after job completes

*1
J¥ Dutput the data after initializing printer

Restore default

*1 Refer to the [Advanced] tab of the printer driver. (Page 67)
*2 Refer to the [Option] tab of the printer driver. (Page 71)

Color separation The set position of the Drums (Cylinders) to be used for printing appears.

dialog box Clicking [OK] starts printing.

(X

<Confirm=> Color separation

Set the zame color of the drum and print paper to the printer as the following.

# Input ‘ Crrurn 1 | DCrum 2 | Cutput | |

75

1 |/

el e colurs

Black Red
Page 1 FPage 1

Cancel
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Uninstalling the
Printer Driver

The procedure of uninstalling the Printer Driver by using the un-

installer is described here.

For Windows Vista/Windows 7

In the case of uninstallation using the uninstaller, the driv-
er package cannot be deleted. When the driver package
needs to be deleted, in such cases as for re-installation of
the Printer Driver, uninstall the Printer Driver manually.

M Uninstall the Printer Driver .....ccocccveveeennns 86
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[
B Uninstall the Printer Driver

The procedure of uninstalling the Printer Driver is described here.
(Regarding the procedure of manual uninstallation, see Page 89.)

IMPORTANT!
To uninstall the Printer Driver, it is necessary to log on to Windows by the ac-
count with the authority to change the system setting (administrator, etc.).

n Click [Start]-[All Programs]-[RISO]-[(Your printer model, XX
Series)]-[Uninstaller] in this order.

E Select your language from the drop-down list, then click
[OK].

1 RISO Printer Driver Setup
Select your language.

w (English) //ﬂ)

QK. | Cancel |

3 Click [Next].

# Before uninstallation X

Before uninstalation, confirm the following points,

If you have other software applications running, shut themn dowr.

Canfirrn that you have the Administrator rights.

Cancel
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Uninstall the Printer Driver

Select the printer for which the Printer Driver needs to be
uninstalled.

Select printer to uninstall.

Multiple: printers can be selected,

i

eries
eries(LSE flash)

MZ 10 5

Back

Cancel

Select printer to uninstall.

Multiple printers can be selected.

RISO MZ 10 Series

RISO MZ 10 Series(USE flash)

Cancel

Click [Uninstall].

When you place a checkmark in the [Uninstall also User's Guide (PDF)]
checkbox, the User’s Guide (PDF) will also be uninstalled.

# Uninstallatio

Ready to uninstall the printer driver.

Printer name:
RISO MZ 10 Series

¥ Uninstall also User's Guide (PDF)

Ta continue uninstallation, click the [Uninstal] button,

Cancel
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Uninstall the Printer Driver

Click [Finish].

When the Printer Driver has been uninstalled, be sure to restart your com-
puter.

When [Restart immediately] is checked, your computer is restarted after
[Finish] is clicked.

nstallation complete

The RISO Printer Driver has been uninstalled.

Fiestart your computer before reinstalling

v Restart immediately
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Manually install-
ing / uninstalling
the Printer Driver

The procedure of installing / uninstalling the Printer Driver with-
out using the installer / uninstaller is described here.

For Windows XP .....c.oieirmirmireireirmermneenneens 90

Bl Manual installation .......ccocecvreiieiieiiennenns 90
In the case of USB cable connection...... 90
In the case of network connection /

USB Flash Drive output..............cc..ooo. 91
Bl Manual uninstallation ........cccevveuiieiienieenns 92
For Windows Vista .......ccceoreirmirmirennresnnnnens 93
Bl Manual installation .......ccoeeeeveireiieieeeeenns 93

In the case of USB cable connection...... 93
In the case of network connection /

USB Flash Drive output...........c.ccceeeeeen. 95
Bl Manual uninstallation.......ccccccoveeirenireniienns 96
FOr WindOWS 7 ....cuoieeiieireireermermesmesmnemeens 97
Bl Manual installation ........ccoeeevveireiieiieniienns 97

In the case of USB cable connection...... 97
In the case of network connection /
USB Flash Drive output..............cccoooo. 98

H Manual uninstallation..........ccoeevreeiiennnee. 100
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For Windows XP
]

B Manual installation

IMPORTANT!

* To install the Printer Driver, it is necessary to log on to Windows by the account
with the authority to change the system setting (administrator, etc.).

* To operate this Printer Driver, the following environment is required.
Memory:192MB or larger

e Server OS and printer sharing are not supported.

In the case of USB cable connection

BN & &

Turn the power of the printer on, and connect the USB cable
to the printer.

Start your computer, and insert the “RISO Printer Driver”
CD-ROM into your computer.

Connect the USB cable to your computer.

Install the Printer Driver according to the instructions on the
[Found New Hardware Wizard] window.

(1 Select [Install from a list or specified location], and [Don’t search. | will
choose the driver to install.], and then click [Next].

(2) Click [Have Disk], and select the inf file of the driver to install.
(CD-ROM): [Windows 32-bit]-[Driver]-[WinXP]-[English]-RISODRV.INF

(3 Select the printer in use, and click [Next].

(4) Complete the Wizard window.

Restart your computer.

Open [Control Panel]-[Printers and Fax] in this order, and
open the properties of the printer in which the Printer Driver
has been installed.

Click [Print processor] of the [Details] tab.

Select the following print processor from the list and click it.

For MZ10, MZ8 Series : [R35X8WP]
For RZ10 Series : [R35X8ZP]
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Manual installation (For Windows XP)

Select [NT EMF 1.008] from the list of default data types, and
click [OK].

[m Print the test page.

In the case of network connection /
USB Flash Drive output

n Open [Control Panel]-[Printers and Fax] in this order, and
select [Add a Printer] for starting.

E Select [Local printer] and click [Next].

E] Create the port.

In the case of network connection:
Create TCP/IP port or LPR port.
In the case of USB Flash Drive output:
Create the local port (C:\RISO\RISORINC.prn, etc.).

EI Click [Have Disk], and select the inf file of the driver to in-
stall.

In the case of network connection:

(CD-ROM):[Windows 32-bit]-[Driver]-[WinXP]-[English]-RISODRV.INF

In the case of USB Flash Drive output:

(CD-ROM):[Windows 32-bit]-[Driver]-[WinXP]-[English]-[USB flash]-
RISODRV.INF

Select the printer in use and click [Next].

In the case of network connection, print the test page.

N & &

Restart your computer.
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Manual uninstallation (For Windows XP)

e
B Manual uninstallation

n Open [Control Panel]-[Printers and Fax] in this order, and
delete the printer to uninstall.

E From the menu of the [Printers and Fax] folder, open [File]
and then [Server properties].

m From the [Driver] tab, select the Printer Driver to uninstall,
and click [Delete].
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For Windows Vista
.

B Manual installation

IMPORTANT!

* To install the Printer Driver, it is necessary to log on to Windows by the account
with the authority to change the system setting (administrator etc.).

* To operate this Printer Driver, the following environment is required.
Memory: 512MB or more

¢ Printer sharing is not supported.

In the case of USB cable connection

n Turn the power of the printer on, and connect the USB cable
to the printer.

Start your computer.
Connect the USB cable to your computer.

In the [Found New Hardware] window, select [Locate and
install driver software] and then [Don’t search online].

Select [| don’t have the disk. Show me other options.], and
then [Browse my computer for driver software].

Insert the [RISO Printer Driver] CD-ROM into your compu-
ter.

In the [Browse] window, select the inf file of the driver to

install.

For Windows Vista (32-bit):(CD-ROM): [Windows 32-bit]-[Driver]-[WinVista_
7]-[English]-RISODRV.INF

For Windows Vista (64-bit):(CD-ROM): [Windows 64-bit]-[Driver]-[WinVista_
7]-[English]-RISODRV.INF

~

Select the printer in use and click [Next].

Restart your computer.
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i

il
12

H &

Open [Control Panel]-[Hardware and Sound]-[Printers] in
this order, and open the properties of the printer in which
the Printer Driver has been installed.

Click [Print processor] of the [Details] tab.

Select the following print processor from the list and click it.
In the case of a Windows Vista (32-bit):

For MZ10, MZ8 series..... R35V8WP

For RZ10 series.............. R35V8zZP
In the case of a Windows Vista (64-bit):

For MZ10, MZ8 series..... R35V6WP

For RZ10 series.............. R35V6ZP

Select [NT EMF 1.008] from the list of default data types, and
click [OK].

Print the test page.
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In the case of network connection /
USB Flash Drive output

N & &

Open [Control Panel]-[Hardware and Sound]-[Printers] in
this order, and select [Add a Printer] for starting.

Click [Add a local printer] of the [Add a Printer] dialog box.

Create the port.

In the case of network connection:

Create TCP/IP port or LPR port.
In the case of USB Flash Drive output:

Create the local port (C: \RISO\RISORINC.prn, etc.).
IMPORTANT!

You cannot create the local port in the route of the startup drive.
Create any folder, and then create the local port in the folder.

Click [Have Disk], and select the inf file of the driver to in-
stall.

In the case of network connection:

For Windows Vista (32-bit):(CD-ROM):[Windows 32-bit]-[Driver]-[WinVista_
7]-[English]-RISODRV.INF

For Windows Vista (64-bit):(CD-ROM):[Windows 64-bit]-[Driver]-[WinVista_
7]-[English]-RISODRV.INF

In the case of USB Flash Drive output:

For Windows Vista (32-bit):(CD-ROM):[Windows 32-bit]-[Driver]-[WinVista_
7]-[English]-[USB flash]-RISODRV.INF

For Windows Vista (64-bit):(CD-ROM):[Windows 64-bit]-[Driver]-[WinVista_
7]-[English]-[USB flash]-RISODRV.INF

Select the printer in use, and click [Next].
In the case of network connection, print the test page.

Restart your computer.
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e
B Manual uninstallation

Open [Control Panel]-[Hardware and Sound]-[Printers] in
this order, and delete the printer to uninstall.

From the menu that will be displayed by right-clicking on the
margin of the [Printers] folder, select [Run as administrator]
and then [Server properties].

From the [Driver] tab, select the Printer Driver to uninstall,
and click [Delete].

When the [Delete driver and package] dialog opens, select
[Delete driver and driver package] to delete the driver and
driver package.
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For Windows 7
]

B Manual installation

IMPORTANT!

* To install the Printer Driver, it is necessary to log on to Windows by the account
with the authority to change the system setting (administrator etc.).

* To operate this Printer Driver, the following environment is required.
Memory: 1GB or more

¢ Printer sharing is not supported.

In the case of USB cable connection

BN & B

Turn the power of the printer on, and connect the USB cable
to the printer.

Start your computer.

Connect the USB cable to your computer.

IMPORTANT!
Do not proceed to the following steps until [Device driver software was not suc-
cessfully installed] appears in the task tray.

Activate [Device Manager].
Enter “Device Manager” in [Start]-[Search programs and files] box, then click
[Device Manager] from the menu that appears.

Right-click [Other devices]-[(Your printer name)] and then
click [Update Driver Software] from the menu that appears.

Click [Browse my computer for driver software].
Insert the [RISO Printer Driver] CD-ROM into your computer.

Click [Browse], select the folder shown below and click [OK].

For Windows 7 (32-bit):(CD-ROM):[Windows 32-bit]-[Driver]-[WinVista_7]-
[English]

For Windows 7 (64-bit):(CD-ROM):[Windows 64-bit]-[Driver]-[WinVista_7]-
[English]

Select [(Your printer name)] from the list and click [Next].
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[m Click [Close] and restart your computer.
m Open [Control Panel]-[Hardware and Sound]-[Devices and
Printers] in this order, right-click on the installed printer and

click [Printer properties] from the menu that appears.

Click [Print processor] of the [Advanced] tab.

M S

Select the following print processor from the list and click it.

In the case of a Windows 7 (32-bit):
For MZ10, MZ8 series.... R35V8WP
For RZ10 series.............. R35V8ZP

In the case of a Windows 7 (64-bit):
For MZ10, MZ8 series.... R35V6WP
For RZ10 series.............. R35V6ZP

14 Select [NT EMF 1.008] from the list of default data types, and
click [OK].

Print a test page from the [General] tab.

Click [OK] to close the window.

15
16

In the case of network connection /
USB Flash Drive output

n Open [Control Panel]-[Hardware and Sound]-[Devices and
Printers] in this order, and select [Add a Printer] for start-

ing.

Fi Click [Add a local printer] of the [Add a Printer] dialog box.
E] Create the port.
In the case of network connection:
Create TCP/IP port or LPR port.
In the case of USB Flash Drive output:
Create the local port (C: \RISO\RISORINC.prn, etc.).
IMPORTANT!

You cannot create the local port in the route of the startup drive.
Create any folder, and then create the local port in the folder.
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BEEEEN

Insert the [RISO Printer Driver] CD-ROM into your compu-
ter.

Click [Have Disk].

In the [Browse] window, select the following inf file and click

[OK].

In the case of a network connection:

For Windows 7(32-bit):(CD-ROM):[Windows 32-bit]-[Driver]-[WinVista_7]-
[English]-RISODRV.INF

For Windows 7(64-bit):(CD-ROM):[Windows 64-bit]-[Driver]-[WinVista_7]-
[English]-RISODRV.INF

In the case of a USB Flash Drive output:

For Windows 7(32-bit):(CD-ROM):[Windows 32-bit]-[Driver]-[WinVista_7]-
[English]-[USB flash]-RISODRV.INF

For Windows 7(64-bit):(CD-ROM):[Windows 64-bit]-[Driver]-[WinVista_7]-
[English]-[USB flash]-RISODRV.INF

Select [(Your printer name)] from the list and click [Next].
Enter the [Printer name] and click [Next].

In the case of network connection, print the test page.
Click [Finish] to close the window.

Restart your computer.
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e
B Manual uninstallation

Open [Control Panel]-[Hardware and Sound]-[Devices and
Printers] in this order, and delete the printer to uninstall from
the printer folder.

Open [Control Panel]-[System and Security]-[Administra-
tive Tools] in this order, and select [Print Management] for
execution.

Open [Print Servers]-[(Your PC name)]-[Drivers] in this or-
der.

Open [Driver Name] and right-click a printer you want to
delete to display a pop-up menu of commands. Then, click

[Remove Driver Package] on the menu.

The [Print Management] dialog appears, therefore click [De-
lete].

Click [OK] to close the window.

100 Manually installing / uninstalling the Printer Driver



Appendix

Troubleshooting TIPS .......cvvvveeiiiiiiiiiiiieeee. 102
Error Message on PC’s Display ............ 102
Operation Problems .........cccccceeieiinnnnnne. 103

Appendix 101



Troubleshooting Tips

Error Message on PC’s Display

Take actions as given below if the following error messages appear in the PC’s display.

( Message ) ( Description and Action )
The printer is not ready for printing. Q This message appears when your RISO printer requires
(The device is not ready.) paper or it is not connected to your computer properly.

Replenish paper or check your RISO printer and the
printer cable for poor connection, and then restart
printing.

U This message also appears when the memory of your RISO
printer becomes full during data transmission because the
size of the document data concerned is too large.

Reduce the file size of the document data concerned
or increase the value of the [Timeout] setting in your
computer system, and then restart printing.

Cannot print because an error is 0 This message appears if the printer settings (paper size, print
found in the current printer settings. orientation, etc.) in the application software and the Printer
Driver do not match.

Change the printer settings in the application software
to make them identical with those in the Printer Driver
or vice versa.
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Operation Problems

Check your system setup as given below if you encounter the following operation problems. Contact
your service representative for help if you cannot solve the problem.

No Printout

( Problem ) C Cause / Condition and Action )
Your RISO printer is not receiving U Your computer is not securely connected to your RISO

data from your computer even after printer.

the print job finishes in the application

soft\F/)vareJ PP Connect the printer cable (or network cable) to both

your computer and your RISO printer securely.
U The [RISO...] Printer Driver is not selected.

Select it and reprint.

U [Printing] is displayed as the printer status when you open
the [RISO...] printer monitor window.

Wait until the printer status display changes in the
[RISO...] printer monitor window.
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( Problem > ( Cause / Condition and Action >

Your RISO printer cannot finish
processing the current document
data.

U The printer cable (or network cable) was removed just after a
print job started in the application software. ([Printing] is dis-
played when you open the [RISO...] printer monitor window in
this case.)

Reconnect the cable and cancel the current job in the
[RISO...] printer monitor window. Then turn off the
main power switch of your RISO printer. After approxi-
mately 10 seconds, turn it on again.

L [Pause] is displayed as the printer status when you open the
[RISO...] printer monitor window.

Click on the [Restart] in the [Document] menu in the
[RISO...] printer monitor window.

U The printer settings (paper size, print orientation, etc.) in the
application software and in the Printer Driver do not match.

Change the printer settings in the application software
to make them identical with those in the Printer Driver
or vice versa, and repeat the print job from the applica-
tion software.

U The print job has been canceled before completion in the ap-
plication software on your computer.

Turn off the main power switch of your RISO printer.
After approximately 10 seconds, turn it on again.

Your RISO printer won'’t start making
master when the documentation data
is transmitted from your computer or
your RISO printer won’t start printing
after making master.

U If you set the [Auto-process] to a setting other than “ON”, the
process stops in operation in order to wait for instructions.

Press Start key on your RISO printer. The next process
starts.
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Unexpected Print Result

( Problem )

Graphics cannot be printed properly.

( Cause / Condition and Action )

U The current [RISO...] printer driver was not selected as active
when editing graphics.

Select the current [RISO...] Printer Driver and edit
graphics again because graphics may not be printed
properly if they are edited with another Printer Driver
selected.

U The specified custom paper size was so large that unexpect-
ed margins were assigned on a page.

Select another paper size or specify the custom paper
size within the valid range.

Images are reduced unexpectedly.

U Do you use the Printer Driver corresponding to your RISO
printer?

If the name of your RISO printer is different from the
model name of your Printer Driver, the document data
cannot be printed out correctly.

Some fonts cannot be printed properly.

U The [Use Printer Font] option is selected in the application
software.

Cancel the [Use Printer Font] option in the application
software.

The page image is not centered or is
clipped at an edge.

U The paper size setting in the application software is not iden-
tical with that in the Printer Driver.

Make both paper size setting identical.

U The print area specified in the application software is beyond
the maximum print area of your RISO printer.

Increase the border margins in the application software
to contain the page image within the printable area of
your RISO printer.

U There is something wrong with the Drum (Cylinder) in your
RISO printer.

Check your RISO printer, referring to the dedicated
user’s guide.

Appendix

105



Unexpected Action

( Problem )

Your RISO printer repeats the master-
making process for each copy of the
identical page.

( Cause / Condition and Action )

U The [Collated] check box is selected in the [Print] dialog box
in the application software.

Cancel the current print job on your computer and turn
off the main power switch of your RISO printer. After
approximately 10 seconds, turn it on again. Always
cancel the [Collate Copies] or [Collated] option in the
[Print] dialog box when starting a print job.

Your RISO printer does not operate
as specified in the [Sorter control]
option in the Printer Driver.

U The finishing job specified in the [Sorter control] option is not
available for the current combination of your RISO printer
and an optional sorter.

Refer to the dedicated user’s guides of your RISO
printer and the optional sorter.

Original data cannot be output to the
USB Flash Drive.

U Are you using the Printer Driver for USB Flash Drive?
There are two types of Printer Drivers. To output to a USB
Flash Drive, install the USB flash-via-Printer Driver. Data can-
not be output to a USB Flash Drive using an ordinary Printer
Driver. (Page 31)

1 Are you using a USB Flash Drive formatted for RISO folders?
Create a folder just for RISO files in the USB Flash Drive.
(Page 37)
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Unable to Specify Settings

( Problem

A name cannot be entered in the
dialog box to register the custom
paper size.

) ( Cause / Condition and Action )

U The name is too long for the corresponding field.

Valid range of the length is 30 characters.

A desired value cannot be entered in
the corresponding fields to register
the custom paper size.

U The value does not fall within the range.

Enter the value within the valid ranges into the relevant
fields.

The custom paper size cannot be
registered in the [RISO...] printer
driver.

U The relevant dialog box was not closed correctly.

Click [OK] on [Environment] tab after closing the [Cus-
tom paper entry] dialog box.
(Page 42)

The specified custom paper size
cannot be selected in the application
software.

L [Custom] is not selected in the [Paper Size] option in the
[Properties] dialog box of the Printer Driver.

Select [Custom] in the [Paper Size] option.

QU [Paper Size: Custom] cannot be selected in the [Printer
Setup] dialog box in the application software.

Specify a standard paper size which is larger than the
specified custom one.
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